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ment with a refractive power; a third lens element with a
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1
IMAGING OPTICAL LENS ASSEMBLY

CROSS REFERENCE TO RELATED
APPLICATION

The present invention is a non-provisional of U.S. provi-
sional application 61/903,563, the specification of which is
hereby incorporated in its entirety by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to an imaging optical lens
assembly, and more particularly to a miniaturized imaging
optical lens assembly applicable to electronic products.

2. Description of the Prior Art

In recent years, with the popularity of electronic devices
having camera functionalities, the demand of miniaturized
optical systems has been increasing. The sensor of a conven-
tional optical system is typically a CCD (Charge-Coupled
Device) or a CMOS (Complementary Metal-Oxide-Semi-
conductor) sensor. As the advanced semiconductor manufac-
turing technologies have allowed the pixel size of image
sensors to be reduced and compact, optical systems have
gradually evolved toward the field of higher megapixels, there
is an increasing demand for compact optical systems featur-
ing better image quality.

A conventional image taking lens system used in mobile
phone usually consists of three lens elements: from the object
side to the image side: a first lens element with a positive
refractive power, a second lens element with a negative
refractive power and a third lens element with a positive
refractive power, thus forming the so-called type of Triplet,
such as the image taking lens system described in U.S. Pat.
No. 7,436,603. Although such an arrangement can correct
most of the aberrations caused by the optical lens system, it
requires a relatively long track length of the optical lens
system, so the lens structure must be lengthened and it will be
difficult to maintain the objective of miniaturization of the
image taking lens system.

A developed image taking lens system consisting of four or
five lens elements has better image quality, however, there’s
an increasing demand for image quality, and the need for
miniaturization of the handheld mobile device has been close
to the lens size limit to production. Therefore, under the
condition that image quality and small size cannot be taken
into account synchronously, the image quality of the image
taking lens system or the production yield will be reduced.

The present invention been made in order to solve the
above-mentioned problems.

SUMMARY OF THE INVENTION

The primary objective of the present invention is to provide
an imaging optical lens assembly having high resolution,
extra short track length and small distortion.

According to one aspect of the present invention, an imag-
ing optical lens assembly comprises an aperture stop and an
optical assembly, the optical assembly comprises, in order
from the object side to the image side: a first lens element with
a positive refractive power having an aspheric object-side
surface and an aspheric image-side surface; a second lens
element with a refractive power having an aspheric object-
side surface and an aspheric image-side surface, the second
lens element being made of plastic material; a third lens
element with a refractive power having an aspheric object-
side surface and an aspheric image-side surface, the third lens
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2

element being made of plastic material; a fourth lens element
with a refractive power having an aspheric object-side surface
and an aspheric image-side surface, the fourth lens element
being made of plastic material; a fifth lens element with a
negative refractive power having an aspheric object-side sur-
face and an aspheric image-side surface being convex near the
optical axis, the fifth lens element being made of plastic
material.

Wherein the image-side surface of the fifth lens element is
formed with at least two inflection points, including a first
inflection point and a second inflection point further away
from the optical axis, a vertical distance from the first inflec-
tion pointto the optical axis is Y_infl1, a vertical distance from
the second inflection point to the optical axis is Y_inf2, and
the following condition is satisfied:

1.7<Y_inf2/¥_inf1<2.1.

Ifthe fifth lens element satisfies the above condition, it will
be favorable to improve the astigmatism and distortion, so as
to obtain better image quality. It will also be favorable to
adjust the incident angle of the light with respect to the image
sensor that is disposed on the image plane, so as to improve
the peripheral dark environment.

IfY_inf2/Y_infl satisfies the above condition, the astig-
matism can be better controlled.

Preferably, the focal length of the imaging optical lens
assembly is f, the radius of curvature of the image-side sur-
face of the fifth lens element is R10, and the following con-
dition is satisfied: —1.2<R10/f<-0.3, which can correct the
aberrations and improve image quality, and will be favorable
to maintain a certain back focal length for facilitating assem-
bly.

Preferably, the distance along an optical axis between the
second lens element and the third lens element is T23, the
distance along the optical axis between the fourth lens ele-
ment and the fifth lens element is T45, and the following
condition is satisfied: 0.3<123/T45<1.1, the adjustment of
the distances will be favorable to reduce the total track length
of'the imaging optical lens assembly to the appropriate value.

Preferably, the Abbe number of the second lens element is
V2, the Abbe number of the third lens element is V3, and the
following condition is satisfied: 20<V3-V2<42, which will
be favorable to correct the chromatic aberration of the imag-
ing optical lens assembly.

Preferably, the aperture stop is located between the second
lens element and an object to be photographed. Therefore, if
the aperture stop is located between the first and second lens
elements, the aperture stop is a center aperture, it is favorable
to enlarge the field of view of the imaging optical lens assem-
bly and thereby provides a wider field of view for the same. If
the aperture stop is located between the object to be photo-
graphed and the first lens element, it can provide a longer
distance between an exit pupil of the imaging optical lens
assembly and the image plane and thereby improves the
image-sensing efficiency of an image sensor.

Preferably, the radius of curvature of the object-side sur-
face of the fifth lens element is R9, the radius of curvature of
the image-side surface of the fifth lens element is R10, and the
following condition is satisfied: 0.15<R9/R10<1.0, which
can improve the refractive power of the lens elements and
correct the aberrations.

Preferably, the focal length of the first lens element is {1,
the focal length of the second lens element is 2, and the
following condition is satisfied: —0.7<f1/f2<-0.3, suitable
adjustment is favorable to reduce the sensitivity to tolerance
and can better correct the aberrations.
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Preferably, the maximal field of view of the imaging optical
lens assembly is FOV, and the following condition is satisfied:
70=FOV<8S5, which can obtain wider field of view and larger
shooting range.

Preferably, the distance in parallel with the optical axis
from an axial vertex on the image-side surface of the fourth
lens element to a maximum effective radius position on the
image-side surface of the fourth lens element is SAG_ 42, the
central thickness of the fourth lens element is CT4, and the
following condition is satisfied: 1.0<ISAG_421/CT4<1.8,
which can improve the peripheral light gathering ability and
maintain a certain edge thickness of'the lens element, so as to
reduce the forming difficulty.

Preferably, the focal length of the first lens element is f1,
the focal length of the second lens element is 2, the focal
length of the third lens element is 3, and the following con-
dition is satisfied: |f31>If2|>f1, so that the refractive power of
the second lens element will be more proper, it will be favor-
ableto reduce the total track length of the imaging optical lens
assembly.

Preferably, the distance from the object-side surface of the
first lens element to the image plane along the optical axis is
TTL, half of the maximum diagonal imaging height of the
imaging optical lens assembly is ImgH, and the following
condition is satisfied: TTL/ImgH<1.7, it can maintain the
objective of miniaturization of the imaging optical lens
assembly, so as to be used in light-weight portable electronic
products.

According to another aspect of the present invention, an
imaging optical lens assembly comprises an aperture stop and
an optical assembly, the optical assembly comprises, in order
from the object side to the image side: a first lens element with
a positive refractive power having an aspheric object-side
surface being convex near the optical axis and an aspheric
image-side surface; a second lens element with a negative
refractive power having an aspheric object-side surface and
anaspheric image-side surface, the second lens element being
made of plastic material; a third lens element with a refractive
power having an aspheric object-side surface and an aspheric
image-side surface, the third lens element being made of
plastic material; a fourth lens element with a positive refrac-
tive power having an aspheric object-side surface and an
aspheric image-side surface being convex near the optical
axis, the fourth lens element being made of plastic material; a
fifth lens element with a negative refractive power having an
aspheric object-side surface being concave near the optical
axis and an aspheric image-side surface being convex near the
optical axis, the fifth lens element being made of plastic
material; the aperture stop being located between the second
lens element and an object to be photographed.

Wherein the focal length of the imaging optical lens assem-
bly is f, the radius of curvature of the image-side surface of the
fifth lens element is R10, the focal length of the first lens
element is {1, the focal length of the second lens element is £2,
the focal length of the third lens element is 13, and the fol-
lowing conditions are satisfied:

-1.2<R10/f<-0.3;

B2

If R10/f satisfies the above condition, it can correct the
aberrations and improve image quality, and will be favorable
to maintain a certain back focal length for facilitating assem-
bly.
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If f1, £2 and 13 satisfy the above condition, the refractive
power of the second lens element will be more proper, it will
be favorable to reduce the total track length of the imaging
optical lens assembly.

Preferably, the image-side surface of the fifth lens element
is formed with at least two inflection points, it will be favor-
able to adjust the incident angle of the light with respect to the
image sensor that is disposed on the image plane, so as to
improve the peripheral dark environment. It will also be
favorable to correct the astigmatism.

Preferably, the image-side surface of the fifth lens element
is formed with a first inflection point and a second inflection
point further away from the optical axis, a vertical distance
from the first inflection point to the optical axis is Y_infl, a
vertical distance from the second inflection point to the opti-
cal axis is Y_inf2, and the following condition is satisfied:
1.7<Y_inf2/Y_inf1<2.1, so that the astigmatism can be better
controlled.

Preferably, the focal length of the first lens element is {1,
the focal length of the second lens element is 2, and the
following condition is satisfied: —0.7<f1/f2<-0.3, suitable
adjustment is favorable to reduce the sensitivity to tolerance
and can better correct the aberrations.

Preferably, the radius of curvature of the object-side sur-
face of the fifth lens element is R9, the radius of curvature of
the image-side surface of the fifth lens element is R10, and the
following condition is satisfied: 0.15<R9/R10<1.0, which
can improve the refractive power of the lens elements and
correct the aberrations.

Preferably, the distance in parallel with the optical axis
from an axial vertex on the image-side surface of the fourth
lens element to a maximum effective radius position on the
image-side surface of the fourth lens element is SAG__42, the
central thickness of the fourth lens element is CT4, and the
following condition is satisfied: 1.0=ISAG_421/CT4<1.8,
which can improve the peripheral light gathering ability and
maintain a certain edge thickness of'the lens element, so as to
reduce the forming difficulty.

Preferably, the Abbe number of the second lens element is
V2, the Abbe number of the third lens element is V3, and the
following condition is satisfied: 20<V3-V2<42, which will
be favorable to correct the chromatic aberration of the imag-
ing optical lens assembly.

Preferably, the radius of curvature of the image-side sur-
face of the second lens element is R4, the radius of curvature
of'the object-side surface of the third lens element is RS, and
the following condition is satisfied: -35.0<(R4+R5)/(R4-
R5)<-0.9, so that the angle of light between the second and
third lens elements can be controlled to the appropriate value,
so as to reduce the sensitivity to assembly of the imaging
optical lens assembly.

Preferably, the distance from the object-side surface of the
first lens element to the image plane along the optical axis is
TTL, half of the maximum diagonal imaging height of the
imaging optical lens assembly is ImgH, and the following
condition is satisfied: TTL/ImgH<1.7, it can maintain the
objective of miniaturization of the imaging optical lens
assembly, so as to be used in light-weight portable electronic
products.

The present invention will be presented in further details
from the following descriptions with the accompanying
drawings, which show, for purpose of illustrations only, the
preferred embodiments in accordance with the present inven-
tion.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1A shows an imaging optical lens assembly in accor-
dance with a first embodiment of the present invention;
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FIG. 1B shows the longitudinal spherical aberration curve,
the astigmatic field curve and the distortion curve of the first
embodiment of the present invention;

FIG. 2A shows an imaging optical lens assembly in accor-
dance with a second embodiment of the present invention;

FIG. 2B shows the longitudinal spherical aberration curve,
the astigmatic field curve and the distortion curve of the
second embodiment of the present invention;

FIG. 3A shows an imaging optical lens assembly in accor-
dance with a third embodiment of the present invention;

FIG. 3B shows the longitudinal spherical aberration curve,
the astigmatic field curve and the distortion curve of the third
embodiment of the present invention;

FIG. 4A shows an imaging optical lens assembly in accor-
dance with a fourth embodiment of the present invention;

FIG. 4B shows the longitudinal spherical aberration curve,
the astigmatic field curve and the distortion curve of the
fourth embodiment of the present invention;

FIG. 5A shows an imaging optical lens assembly in accor-
dance with a fifth embodiment of the present invention;

FIG. 5B shows the longitudinal spherical aberration curve,
the astigmatic field curve and the distortion curve of the fifth
embodiment of the present invention;

FIG. 6A shows an imaging optical lens assembly in accor-
dance with a sixth embodiment of the present invention;

FIG. 6B shows the longitudinal spherical aberration curve,
the astigmatic field curve and the distortion curve of the sixth
embodiment of the present invention;

FIG. 7A shows an imaging optical lens assembly in accor-
dance with a seventh embodiment of the present invention;

FIG. 7B shows the longitudinal spherical aberration curve,
the astigmatic field curve and the distortion curve of the
seventh embodiment of the present invention;

FIG. 8A shows an imaging optical lens assembly in accor-
dance with an eighth embodiment of the present invention;

FIG. 8B shows the longitudinal spherical aberration curve,
the astigmatic field curve and the distortion curve of the
eighth embodiment of the present invention;

FIG. 9A shows an imaging optical lens assembly in accor-
dance with a ninth embodiment of the present invention;

FIG. 9B shows the longitudinal spherical aberration curve,
the astigmatic field curve and the distortion curve of the ninth
embodiment of the present invention;

FIG.10A shows an imaging optical lens assembly in accor-
dance with a tenth embodiment of the present invention;

FIG. 10B shows the longitudinal spherical aberration
curve, the astigmatic field curve and the distortion curve of
the tenth embodiment of the present invention;

FIG. 11A shows an imaging optical lens assembly in accor-
dance with an eleventh embodiment of the present invention;

FIG. 11B shows the longitudinal spherical aberration
curve, the astigmatic field curve and the distortion curve of
the eleventh embodiment of the present invention;

FIG.12A shows an imaging optical lens assembly in accor-
dance with a twelfth embodiment of the present invention;

FIG. 12B shows the longitudinal spherical aberration
curve, the astigmatic field curve and the distortion curve of
the twelfth embodiment of the present invention;

FIG.13A shows an imaging optical lens assembly in accor-
dance with a thirteenth embodiment of the present invention;

FIG. 13B shows the longitudinal spherical aberration
curve, the astigmatic field curve and the distortion curve of
the thirteenth embodiment of the present invention;

FIG. 14 shows distances Y_inf2 andY_infl ofthe fifth lens
element in FIG. 1A; and

FIG. 15 shows the distance SAG_ 42 of the fourth lens
element in FIG. 1A.
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DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

FIG. 1A shows an imaging optical lens assembly in accor-
dance with a first embodiment of the present invention, and
FIG. 1B shows, in order from left to right, the longitudinal
spherical aberration curves, the astigmatic field curves, and
the distortion curve of the first embodiment of the present
invention. An imaging optical lens assembly in accordance
with the first embodiment of the present invention comprises
an aperture stop 100 and an optical assembly. The optical
assembly comprises, in order from an object side to an image
side: a first lens element 110, a second lens element 120, a
third lens element 130, a fourth lens element 140, a fifth lens
element 150, an IR cut filter 160 and an image plane 170,
wherein the imaging optical lens assembly has a total of five
lens elements with refractive power. The aperture stop 100 is
located between an object to be photographed and an image-
side surface 112 of the first lens element 110.

The first lens element 110 with a positive refractive power
has an object-side surface 111 being convex near an optical
axis 190 and the image-side surface 112 being concave near
the optical axis 190, both the object-side and image-side
surfaces 111, 112 are aspheric, and the first lens element 110
is made of plastic material.

The second lens element 120 with a negative refractive
power has an object-side surface 121 being convex near the
optical axis 190 and an image-side surface 122 being convex
near the optical axis 190, both the object-side and image-side
surfaces 121, 122 are aspheric, and the second lens element
120 is made of plastic material.

The third lens element 130 with a positive refractive power
has an object-side surface 131 being convex near the optical
axis 190 and an image-side surface 132 being convex near the
optical axis 190, both the object-side and image-side surfaces
131, 132 are aspheric, and the third lens element 130 is made
of plastic material.

The fourth lens element 140 with a positive refractive
power has an object-side surface 141 being concave near the
optical axis 190 and an image-side surface 142 being convex
near the optical axis 190, both the object-side and image-side
surfaces 141, 142 are aspheric, and the fourth lens element
140 is made of plastic material.

The fifth lens element 150 with a negative refractive power
has an object-side surface 151 being concave near the optical
axis 190 and an image-side surface 152 being convex near the
optical axis 190, both the object-side and image-side surfaces
151, 152 are aspheric, the fifth lens element 150 is made of
plastic material, and more than two inflection points are
formed on the image-side surface 152 of the fifth lens element
150.

The IR cut filter 160 made of glass is located between the
fifth lens element 150 and the image plane 170 and has no
influence on the focal length of the imaging optical lens
assembly.

The equation for the aspheric surface profiles of the first
embodiment is expressed as follows:

h2
< Akt +

= — Ay
1+ V1= +k)2H

Ak + Agh® + Aoh'® + Aph'2 + At + .

z(h)
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z represents the distance of a point on the aspheric surface
at a height h from the optical axis 190 relative to a plane
perpendicular to the optical axis at the vertex of the aspheric
surface;

¢ is a paraxial curvature equal to 1/R (R: a paraxial radius
of curvature);

h represents a vertical distance from the point on the curve
of the aspheric surface to the optical axis 190;

k represents the conic constant;

A4s A6s AS: AlOs A12s A14 cott
aspheric coefficients.

: represent the high-order

In the first embodiment of the present imaging optical lens
assembly, the focal length of the imaging optical lens assem-
bly is f, the f-number of the imaging optical lens assembly is
Fno, half of the maximal field of view of the imaging optical
lens assembly is HFOV, and the following conditions are
satisfied:

f=3.53 mm, Fno=2.4, and HFOV=38.6 degrees.

In the first embodiment of the present imaging optical lens
assembly, the maximal field of view of the imaging optical
lens assembly is FOV, and the following condition is satisfied:

FOV=T77.2.

In the first embodiment of the present imaging optical lens
assembly as shown in FIG. 14, the image-side surface 152 of
the fifth lens element 150 is formed with a first inflection point
P1 and a second inflection point P2 further away from the
optical axis 190, a vertical distance from the first inflection
point P1 to the optical axis 190 is Y_inf1, a vertical distance
from the second inflection point P2 to the optical axis 190 is
Y_inf2, and the following condition is satisfied:

Y inf2/Y inf1=1.87.

In the first embodiment of the present imaging optical lens
assembly, the focal length of the imaging optical lens assem-
bly is f, the radius of curvature of the image-side surface 152
of the fifth lens element 150 is R10, and the following con-
dition is satisfied:

RI10/f=-0.84.

In the first embodiment of the present imaging optical lens
assembly, the distance along the optical axis 190 between the
second lens element 120 and the third lens element 130 is
T23, the distance along the optical axis 190 between the
fourth lens element 140 and the fifth lens element 150 is T45,
and the following condition is satisfied:

123/745=0.70.

In the first embodiment of the present imaging optical lens
assembly, the Abbe number of the second lens element 120 is
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V2, the Abbe number of the third lens element 130 is V3, and
the following condition is satisfied:

V3-12=32.10.

In the first embodiment of the present imaging optical lens
assembly, the radius of curvature of the object-side surface
151 of'the fifth lens element 150 is R9, the radius of curvature
of the image-side surface 152 of the fifth lens element 150 is
R10, and the following condition is satisfied:

R9/R10=0.20.

In the first embodiment of the present imaging optical lens
assembly, the focal length of the first lens element 110 is f1,
the focal length of the second lens element 120 is f2, and the
following condition is satisfied:

JL2=-0.56.

In the first embodiment of the present imaging optical lens
assembly as shown in FIG. 15, the distance in parallel with the
optical axis 190 from an axial vertex on the image-side sur-
face 142 of the fourth lens element 140 to a maximum effec-
tive radius position on the image-side surface 142 of the
fourth lens element 140 is SAG__42, the central thickness of
the fourth lens element 140 is CT4, and the following condi-
tion is satisfied:

ISAG_421/CT4=1.22.

In the first embodiment of the present imaging optical lens
assembly, the focal length of the first lens element 110 is f1,
the focal length of the second lens element 120 is 2, the focal
length of the third lens element 130 is {3, and the following
condition is satisfied:

BEIR2EA.

In the first embodiment of the present imaging optical lens
assembly, the radius of curvature of the image-side surface
122 of the second lens element 120 is R4, the radius of
curvature of the object-side surface 131 of the third lens
element 130 is R5, and the following condition is satisfied:

(RA+R5)/(RA-R5)=-1.65.

In the first embodiment of the present imaging optical lens
assembly, the distance from the object-side surface 111 of the
first lens element 110 to the image plane 170 along the optical
axis 190 is TTL, half of the maximum diagonal imaging
height of the imaging optical lens assembly is ImgH, and the
following condition is satisfied:

TTL/ImgH=1.47.

The detailed optical data of the first embodiment is shown
in Table 1, and the aspheric surface data is shown in Table 2.

TABLE 1

(Embodiment 1)

Focal

Surface Curvature Radius ~ Thickness Material index Abbe# length
0 Object Plane Infinity
1 Aperture Plane -0.22

stop
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TABLE 1-continued

10

(Embodiment 1)

Focal
Surface Curvature Radius ~ Thickness Material index Abbe# length
2 Lens 1 1.3260(ASP) 0.52 Plastic 1.535  55.7 2.7126
3 12.6377(ASP) 0.063
4 Lens 2 46.6386(ASP) 0.28 Plastic 1.633  23.6 -4.8737
5 2.9210(ASP) 0.25
6 Lens 3 11.9495(ASP) 0.47 Plastic 1.535  55.7 12.0482
7 -13.9398(ASP) 0.44
8 Lens 4 -6.6553(ASP) 0.66 Plastic 1.546  55.9 1.9137
9 -0.9386(ASP) 0.36
10 Lens 5 -0.6008(ASP) 0.34 Plastic 1.535  55.7 -1.4756
11 -2.9715(ASP) 0.03
12 IR filter Plane 0.21 Glass 1517 64.0
13 Plane 0.55
14 Image Plane 0
f{focal length) = 3.53 mm,
Fno =24,
HFOV = 38.6 deg.
TABLE 2
Aspheric Coefficients
Surface #
2 3 4 5 6
= -0.2607 -90.0000 -90.0000 -38.3992 34.5982
Ad= 1.4179E-02 -1.5740E-01 -1.9806E-01 9.5207E-02 -2.2111E-01
Ab= 2.9627E-02 3.7430E-01 6.0868E-01 2.0655E-01 -3.0442E-02
A8= -8.9556E-02 -5.4330E-01 -7.1249E-01 -2.7461E-01 4.1907E-01
Al0= 1.4536E-01 3.1955E-01 1.3007E-01 4.4540E-01 -1.6554E+00
Al2= -6.4816E-02 -6.1729E-01 -1.0057E-01 -4.9378E-01 2.3925E+00
Ald= -1.6064E-01 4.3207E-01 2.8095E-01 3.9048E-01 -1.2427E+00
Al6= 0 0 0 0 0
Al8= 0 0 0 0 0
A20= 0 0 0 0 0
Surface #
7 8 9 10 11
= -75.9940 20.5214 -0.9908 -2.1331 -90.0000
Ad= -2.1737E-01 -2.6363E-01 1.4996E-02 2.7094E-01 1.7884E-01
Ab= 5.8381E-02 1.8720E-02 9.0870E-02 -1.2761E-01 -1.5672E-01
A8= -1.2787E-01 1.9923E-01 -6.4562E-02 -8.9093E-02 5.7242E-02
Al0= -2.8660E-02 -2.3583E-01 2.2434E-02 9.8498E-02 -9.4638E-03
Al2= 1.4471E-01 -1.3420E-01 1.9169E-03 -5.3323E-03 2.1018E-05
Ald= -5.2677E-02 3.6969E-01 -1.3966E-04 -2.7803E-02 1.7287E-04
Al6= 0 -0.1562372 -0.00110534 1.2576E-02 -1.1584E-05
Al8= 0 0 0 -0.001712 -5.24E-07
A20= 0 0 0 0 0
50

The units of the radius of curvature, the thickness and the
focal length in table 1 are expressed in mm, in the tables 1 and
2, the surface numbers 0-14 represent the surfaces sequen-
tially arranged from the object-side to the image-side along
the optical axis, and in table 2, k represents the conic coeffi-
cient of the equation of the aspheric surface profiles, and A,
Ag, Ag, A, Asy Ajys Al Ajg, Ay - - . ¢ represent the
high-order aspheric coefficients arranging from the 4th order
to the 20th order. The tables presented below for each
embodiment are the corresponding schematic parameter and
aberration curves, and the definitions of the tables are the
same as Table 1 and Table 2 of the first embodiment. There-
fore, an explanation in this regard will not be provided again.

FIG. 2A shows an imaging optical lens assembly in accor-
dance with a second embodiment of the present invention,
and FIG. 2B shows, in order from left to right, the longitudinal
spherical aberration curves, the astigmatic field curves, and

55

60
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the distortion curve of the second embodiment of the present
invention. An imaging optical lens assembly in accordance
with the second embodiment of the present invention com-
prises an aperture stop 200 and an optical assembly. The
optical assembly comprises, in order from an object side to an
image side: a first lens element 210, a second lens element
220, a third lens element 230, a fourth lens element 240, a fifth
lens element 250, an IR cut filter 260 and an image plane 270,
wherein the imaging optical lens assembly has a total of five
lens elements with refractive power. The aperture stop 200 is
located between an object to be photographed and an image-
side surface 212 of the first lens element 210.

The first lens element 210 with a positive refractive power
has an object-side surface 211 being convex near an optical
axis 290 and the image-side surface 212 being concave near
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the optical axis 290, both the object-side and image-side
surfaces 211, 212 are aspheric, and the first lens element 210
is made of plastic material.

The second lens element 220 with a negative refractive
power has an object-side surface 221 being concave near the
optical axis 290 and an image-side surface 222 being concave
near the optical axis 290, both the object-side and image-side
surfaces 221, 222 are aspheric, and the second lens element
220 is made of plastic material.

The third lens element 230 with a positive refractive power
has an object-side surface 231 being convex near the optical
axis 290 and an image-side surface 232 being convex near the
optical axis 290, both the object-side and image-side surfaces
231, 232 are aspheric, and the third lens element 230 is made
of plastic material.

The fourth lens element 240 with a positive refractive
power has an object-side surface 241 being concave near the
optical axis 290 and an image-side surface 242 being convex

10

15

12

near the optical axis 290, both the object-side and image-side
surfaces 241, 242 are aspheric, and the fourth lens element
240 is made of plastic material.

The fifth lens element 250 with a negative refractive power
has an object-side surface 251 being concave near the optical
axis 290 and an image-side surface 252 being convex near the
optical axis 290, both the object-side and image-side surfaces
251, 252 are aspheric, the fifth lens element 250 is made of
plastic material, and more than two inflection points are
formed on the image-side surface 252 of the fifth lens element
250.

The IR cut filter 260 made of glass is located between the
fifth lens element 250 and the image plane 270 and has no
influence on the focal length of the imaging optical lens
assembly.

The detailed optical data of the second embodiment is
shown in Table 3 and the aspheric surface data is shown in
Table 4 below.

TABLE 3
(Embodiment 2)
Focal
Surface Curvature Radius Thickness Material index Abbe# length
0 Object Plane Infinity
Aperture Plane -0.25
stop
2 Lens 1 1.4343(ASP) 0.67 Plastic 1.535  55.7 2.7827
3 29.3526(ASP) 0.071
4 Lens 2 -176.6591(ASP) 0.28 Plastic 1.633  23.6 -4.4094
5 2.8740(ASP) 0.29
6 Lens 3 11.3285(ASP) 0.69 Plastic 1.546  55.9 15.2967
7 -31.5121(ASP) 0.35
8 Lens 4 -3.8123(ASP) 0.63 Plastic 1.535  55.7 2.2646
9 -0.9759(ASP) 0.47
10 Lens 5 -0.7644(ASP) 0.42 Plastic 1.535  55.7 -1.8728
11 -3.7445(ASP) 0.06
12 IR-filter Plane 0.21 Glass 1.517 64.0
13 Plane 0.55
14 Image Plane 0
f{focal length) = 3.93 mm,
Fno =24,
HFOV =35.6 deg.
TABLE 4
Aspheric Coefficients
Surface #
2 3 4 5 6
= -0.2781 -90.0000 90.0000 -36.9939 90.0000
Ad= 9.3864E-03 -1.3223E-01 -1.9177E-01 7.6366E-02 -1.8603E-01
Ab= 4.5911E-02 3.5435E-01 6.1262E-01 2.0456E-01 -5.0914E-02
A8= -1.0249E-01 -4.7456E-01 —-6.9690E-01 -2.7900E-01 5.6585E-01
Al0= 1.2582E-01 4.0675E-01 1.7332E-01 4.0583E-01 -1.6984E+00
Al2= -3.7221E-02 -6.1274E-01 -6.7780E-02 -5.6925E-01 2.1361E+00
Ald= -3.9071E-02 3.6571E-01 1.2566E-01 3.9783E-01 -1.1369E+00
Al6= 0 0 0 0 0
Al8= 0 0 0 0 0
A20= 0 0 0 0 0
Surface #
7 8 9 10 11
= 90.0000 6.4514 -0.7895 -2.4312 -62.7242
Ad= -2.3007E-01 -3.2838E-01 -6.0208E-03 2.4179E-01 1.8092E-01
Ab= 9.7175E-02 1.7620E-02 7.0032E-02 -1.1302E-01 -1.5412E-01
A8= -1.2593E-01 1.8668E-01 -6.3554E-02 -9.1803E-02 5.5985E-02
Al0= -5.3490E-02 -2.5315E-01 2.6913E-02 9.6426E-02 -9.1657E-03
Al2= 1.2105E-01 -1.3555E-01 2.8565E-03 -5.4315E-03 -2.9531E-05
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TABLE 4-continued
Aspheric Coefficients
Al4= ~5.2614E-02 3.7465E-01 -3.4819E-04 ~2.7605E-02 1.7189E-04
Al6= 0 -0.1509472 -0.00135118 1.2647E-02 -8.3176E-06
Alg= 0 0 0 -0.0017381 -8.77E-07
A20= 0 0 0 0 0
In the 2nd embodiment, the equation of the aspheric sur- 10 axis 390 and the image-side surface 312 being convex near

face profiles of the aforementioned lens elements is the same
as the equation of the 1st embodiment. Also, the definitions of
these parameters shown in the following table are the same as
those stated in the 1st embodiment with corresponding values
for the 2nd embodiment, so an explanation in this regard will

the optical axis 390, both the object-side and image-side
surfaces 311, 312 are aspheric, and the first lens element 310
is made of plastic material.

The second lens element 320 with a negative refractive

: - 15 power has an object-side surface 321 being concave near the
not be provided again. . . . . .

Moreover, these parameters can be calculated from Table 3 optical axis 3 90 and animage-side su.rface.3 22 belpg concave
and Table 4 as the following values and satisfy the following ~ 1ear the optical axis 390, both the object-side and image-side
conditions: surfaces 321, 322 are aspheric, and the second lens element

320 is made of plastic material.
20 The third lens element 330 with a positive refractive power
Embodiment 2 has an object-side surface 331 being convex near the optical
axis 390 and an image-side surface 332 being convex near the
Fno 2.4 RY/R10 0.20 - . . . . .
FOv s e 063 optical axis 390, both the object-side and image-side surfaces
Y_inf2/Y_infl 1.89 | SAG_ 42 I/CT4 1.61 331, 332 are aspheric, and the third lens element 330 is made
R10/f -0.95 31> 1£21>f Yes » of plastic material.
T23/T45 062 (R4+R5)/(R4-R5)  -1.68 The fourth lens element 340 with a positive refractive
Vi-v2 32.30 TTL/Imett 165 power has an object-side surface 341 being concave near the
optical axis 390 and an image-side surface 342 being convex

FIG. 3A shows an imaging optical lens assembly in accor- near the optical axis 390, both the object-side and image-side
dance with a third embodiment of the present invention, and 30 surfaces 341, 342 are aspheric, and the fourth lens element
FIG. 3B shows, in order from left to right, the longitudinal 340 is made of plastic material.
spherical aberration curves, the astigmatic field curves, and The fifth lens element 350 with a negative refractive power
the distortion curve of the third embodiment of the present has an object-side surface 351 being concave near the optical
invention. An imaging optical lens assembly in accordance axis 390 and an image-side surface 352 being convex near the
with the third embodiment of the present invention comprises = optical axis 390, both the object-side and image-side surfaces
an aperture stop 300 and an optical assembly. The optical 351, 352 are aspheric, the fifth lens element 350 is made of
assembly comprises, in order from an object side to an image plastic material, and more than two inflection points are
side: a first lens element 310, a second lens element 320, a formed on the image-side surface 352 of the fifth lens element
third lens element 330, a fourth lens element 340, a fifth lens 350.
element 350, an IR cut filter 360 and an image plane 370, 40 The IR cut filter 360 made of glass is located between the
wherein the imaging optical lens assembly has a total of five fifth lens element 350 and the image plane 370 and has no
lens elements with refractive power. The aperture stop 300 is influence on the focal length of the imaging optical lens
located between an object to be photographed and an image- assembly.
side surface 312 of the first lens element 310. The detailed optical data of the third embodiment is shown

The first lens element 310 with a positive refractive power 45 in Table 5 and the aspheric surface data is shown in Table 6
has an object-side surface 311 being convex near an optical below.

TABLE 5
(Embodiment 3)
Focal
Surface Curvature Radius ~ Thickness Material index Abbe # length
0 Object Plane Infinity
1 Aperture Plane -0.22
stop
2 Lensl 1.4315(ASP) 0.60  Plastic 1.535 35.7 2.6228
3 -83.0(ASP) 0.064
4 Lemns2  -90.4559(ASP) 0.28  Plastic 1.633 23.6  -4.2400
5 2.8053(ASP) 0.31
6  Lens3 17.7731(ASP) 0.57  Plastic 1.546 559  14.9445
7 ~15.0100(ASP) 0.38
8  Lens4 -4.5653(ASP) 0.63  Plastic 1.535 35.7 2.3330
9 ~1.0309(ASP) 0.48
10 Lens$ ~0.7454(ASP) 0.39  Plastic 1.535 557  -1.8227
11 ~3.6842(ASP) 0.03
12 IR-filter Plane 0.21 Glass 1.517 64.0
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TABLE 5-continued

16

(Embodiment 3)

Focal
Surface Curvature Radius ~ Thickness Material index Abbe# length
13 Plane 0.55
14 Image Plane 0
f{focal length) = 3.75 mm,
Fno =24,
HFOV =36.9 deg.
TABLE 6
Aspheric Coefficients
Surface #
2 3 4 5 6

= -0.3280 -90.0000 -90.0000 -32.8281 53.8672
Ad= 8.5883E-03 -1.3100E-01 -1.6735E-01 9.6320E-02 -1.9504E-01
Ab= 3.4333E-02 3.5267E-01 5.9447E-01 1.9077E-01 -5.5339E-02
A8= -1.0549E-01 -5.1086E-01 -7.0972E-01 -2.9297E-01 5.5110E-01
Al0= 1.2967E-01 3.7702E-01 1.7541E-01 4.3679E-01 -1.7145E+00
Al2= -4.4567E-02 -5.9014E-01 -5.3138E-02 -5.1811E-01 2.1230E+00
Ald= -7.9496E-02 4.2539E-01 2.0241E-01 3.4103E-01 -1.0688E+00
Al6= 0 0 0 0 0
Al8= 0 0 0 0 0
A20= 0 0 0 0 0

Surface #
7 8 9 10 11

= 90.0000 7.3757 -0.7855 -2.3256 -70.2737
Ad= -2.3510E-01 -2.9279E-01 -1.1952E-02 2.3054E-01 1.7814E-01
Ab= 9.1639E-02 2.5148E-04 7.9152E-02 -1.0936E-01 -1.5313E-01
A8= -1.2535E-01 1.9735E-01 -6.5321E-02 -9.1183E-02 5.5820E-02
Al0= -4.7561E-02 -2.4001E-01 2.6542E-02 9.6591E-02 -9.1764E-03
Al2= 1.2667E-01 -1.3266E-01 2.9777E-03 -5.3271E-03 -1.5584E-05
Ald= -5.6852E-02 3.7085E-01 -3.7787E-04 -2.7586E-02 1.7165E-04
Al6= 0 -0.1555624 -0.0014629 1.2629E-02 -9.0634E-06
Al8= 0 0 0 -0.0017454 -8.30E-07
A20= 0 0 0 0 0

In the 3rd embodiment, the equation of the aspheric surface
profiles of the aforementioned lens elements is the same as the
equation of the 1st embodiment. Also, the definitions of these
parameters shown in the following table are the same as those
stated in the 1st embodiment with corresponding values for
the 3rd embodiment, so an explanation in this regard will not
be provided again.

Moreover, these parameters can be calculated from Table 5
and Table 6 as the following values and satisfy the following
conditions:

Embodiment 3

Fno 24 RO/R10 0.20
FOV 739 /2 -0.62
Y_inf2/Y_infl 1.87 | SAG_42 I/CT4 1.46
RI10/ -0.98 31> [f21>11 Yes

T23/T45 0.64  (R4+R5)/(R4-R5) -1.37
V3-V2 3230  TTL/ImgH 157

FIG. 4A shows an imaging optical lens assembly in accor-
dance with a fourth embodiment of the present invention, and
FIG. 4B shows, in order from left to right, the longitudinal
spherical aberration curves, the astigmatic field curves, and
the distortion curve of the fourth embodiment of the present
invention. An imaging optical lens assembly in accordance

45

50

55

60

65

with the fourth embodiment of the present invention com-
prises an aperture stop 400 and an optical assembly. The
optical assembly comprises, in order from an object side to an
image side: a first lens element 410, a second lens element
420, a third lens element 430, a fourth lens element 440, a fifth
lens element 450, an IR cut filter 460 and an image plane 470,
wherein the imaging optical lens assembly has a total of five
lens elements with refractive power. The aperture stop 400 is
located between an object to be photographed and an image-
side surface 412 of the first lens element 410.

The first lens element 410 with a positive refractive power
has an object-side surface 411 being convex near an optical
axis 490 and the image-side surface 412 being concave near
the optical axis 490, both the object-side and image-side
surfaces 411, 412 are aspheric, and the first lens element 410
is made of plastic material.

The second lens element 420 with a negative refractive
power has an object-side surface 421 being convex near the
optical axis 490 and an image-side surface 422 being concave
near the optical axis 490, both the object-side and image-side
surfaces 421, 422 are aspheric, and the second lens element
420 is made of plastic material.

The third lens element 430 with a positive refractive power
has an object-side surface 431 being convex near the optical
axis 490 and an image-side surface 432 being concave near
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the optical axis 490, both the object-side and image-side
surfaces 431, 432 are aspheric, and the third lens element 430
is made of plastic material.

The fourth lens element 440 with a positive refractive

power has an object-side surface 441 being concave near the 5

optical axis 490 and an image-side surface 442 being convex
near the optical axis 490, both the object-side and image-side
surfaces 441, 442 are aspheric, and the fourth lens element
440 is made of plastic material.

The fifth lens element 450 with a negative refractive power 10

has an object-side surface 451 being concave near the optical
axis 490 and an image-side surface 452 being convex near the

18

optical axis 490, both the object-side and image-side surfaces
451, 452 are aspheric, the fifth lens element 450 is made of
plastic material, and more than two inflection points are
formed on the image-side surface 452 of the fifth lens element
450.

The IR cut filter 460 made of glass is located between the
fifth lens element 450 and the image plane 470 and has no
influence on the focal length of the imaging optical lens
assembly.

The detailed optical data of the fourth embodiment is
shown in Table 7 and the aspheric surface data is shown in
Table 8 below.

TABLE 7
(Embodiment 4)
Focal
Surface Curvature Radius ~ Thickness Material index Abbe# length
0 Object Plane Infinity
1 Aperture Plane -0.23
stop
2 Lens 1 1.4992(ASP) 0.69 Plastic 1.535  55.7 2.8286
3 91.1(ASP) 0.075
4 Lens 2 123.8510(ASP) 0.28 Plastic 1.633  23.6 -4.5541
5 2.8493(ASP) 0.32
6 Lens 3 11.8807(ASP) 0.66 Plastic 1.546  55.9 26.0730
7 69.2000(ASP) 0.29
8 Lens 4 -4.1930(ASP) 0.63 Plastic 1.535  55.7 2.3357
9 -1.0169(ASP) 0.57
10 Lens 5 -0.7972(ASP) 0.41 Plastic 1.535  55.7 -1.9732
11 -3.7093(ASP) 0.03
12 IR-filter Plane 0.21 Glass 1.517 64.0
13 Plane 0.55
14 Image Plane 0
f{focal length) = 3.88 mm,
Fno =24,
HFOV =36.0 deg.
TABLE 8
Aspheric Coefficients
Surface #
2 4 5 6
= -0.3066 90.0000 90.0000 -33.1344 74.8523
Ad= 1.0298E-02 -1.3420E-01 -1.9968E-01 4.9917E-02 -1.9561E-01
Ab= 2.7183E-02 3.3719E-01 5.7905E-01 2.2606E-01 -1.6595E-02
A8= -7.3680E-02 -5.1890E-01 -6.8988E-01 -3.0544E-01 4.7649E-01
Al0= 1.1444E-01 4.2809E-01 2.1672E-01 3.9363E-01 -1.5966E+00
Al2= -8.5728E-02 -5.0190E-01 -9.3103E-02 -4.9766E-01 2.1784E+00
Ald= 1.1503E-03 3.0339E-01 1.6031E-01 3.1962E-01 -1.2415E+00
Al6= 0 0 0 0 0
Al8= 0 0 0 0 0
A20= 0 0 0 0 0
Surface #
7 9 10 11
= 48.8605 1.7617 -0.7724 -2.9078 -78.7189
Ad= -2.3586E-01 -2.7921E-01 1.2392E-02 1.8158E-01 1.7306E-01
Ab= 8.0510E-02 -5.6977E-03 4.7964E-02 -8.7894E-02 -1.4989E-01
A8= -1.0498E-01 1.5998E-01 -6.9595E-02 -9.6652E-02 5.4948E-02
Al0= -6.7808E-02 -2.6109E-01 2.9970E-02 9.6997E-02 -9.1447E-03
Al2= 1.0642E-01 -1.3474E-01 4.7587E-03 -4.9322E-03 9.0552E-06
Ald= -3.9756E-02 3.8008E-01 -1.3518E-05 -2.7864E-02 1.7057E-04
Al6= 0 -0.1422248 -0.00145846 1.2519E-02 -1.0577E-05
Al8= 0 0 0 -0.0016823 -5.88E-07
A20= 0 0 0 0 0
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In the 4th embodiment, the equation of the aspheric surface
profiles of the aforementioned lens elements is the same as the
equation of the 1st embodiment. Also, the definitions of these
parameters shown in the following table are the same as those
stated in the 1st embodiment with corresponding values for
the 4th embodiment, so an explanation in this regard will not
be provided again.

Moreover, these parameters can be calculated from Table 7
and Table 8 as the following values and satisfy the following
conditions:

Embodiment 4
Fno 2.4 RY/R10 0.21
FOV 72.0 f1/f2 -0.62
Y_inf2/Y_infl 1.89 | SAG_42 I/CT4 1.48
R10/f -0.96 [f31>1f21>1f1 Yes
T23/T45 0.56 (R4 + R5)/(R4 - R5) -1.63
V3-Vv2 32.30 TTL/ImgH 1.65

FIG. 5A shows an imaging optical lens assembly in accor-
dance with a fifth embodiment of the present invention, and
FIG. 5B shows, in order from left to right, the longitudinal
spherical aberration curves, the astigmatic field curves, and
the distortion curve of the fifth embodiment of the present
invention. An imaging optical lens assembly in accordance
with the fifth embodiment of the present invention comprises
an aperture stop 500 and an optical assembly. The optical
assembly comprises, in order from an object side to an image
side: a first lens element 510, a second lens element 520, a
third lens element 530, a fourth lens element 540, a fifth lens
element 550, an IR cut filter 560 and an image plane 570,
wherein the imaging optical lens assembly has a total of five
lens elements with refractive power. The aperture stop 500 is
located between an object to be photographed and an image-
side surface 512 of the first lens element 510.

The first lens element 510 with a positive refractive power
has an object-side surface 511 being convex near an optical
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axis 590 and the image-side surface 512 being concave near
the optical axis 590, both the object-side and image-side
surfaces 511, 512 are aspheric, and the first lens element 510
is made of plastic material.

The second lens element 520 with a negative refractive
power has an object-side surface 521 being concave near the
optical axis 590 and an image-side surface 522 being concave
near the optical axis 590, both the object-side and image-side
surfaces 521, 522 are aspheric, and the second lens element
520 is made of plastic material.

The third lens element 530 with a positive refractive power
has an object-side surface 531 being convex near the optical
axis 590 and an image-side surface 532 being concave near
the optical axis 590, both the object-side and image-side
surfaces 531, 532 are aspheric, and the third lens element 530
is made of plastic material.

The fourth lens element 540 with a positive refractive
power has an object-side surface 541 being concave near the
optical axis 590 and an image-side surface 542 being convex
near the optical axis 590, both the object-side and image-side
surfaces 541, 542 are aspheric, and the fourth lens element
540 is made of plastic material.

The fifth lens element 550 with a negative refractive power
has an object-side surface 551 being concave near the optical
axis 590 and an image-side surface 552 being convex near the
optical axis 590, both the object-side and image-side surfaces
551, 552 are aspheric, the fifth lens element 550 is made of
plastic material, and more than two inflection points are
formed on the image-side surface 552 of the fifth lens element
550.

The IR cut filter 560 made of glass is located between the
fifth lens element 550 and the image plane 570 and has no
influence on the focal length of the imaging optical lens
assembly.

The detailed optical data of the fifth embodiment is shown
in Table 9 and the aspheric surface data is shown in Table 10
below.

TABLE 9
(Embodiment 5)
Focal

Surface Curvature Radius ~ Thickness Material index Abbe# length

0 Object Plane Infinity

1 Aperture Plane -0.18

stop

2 Lens 1 1.3431(ASP) 0.51 Plastic 1.535  55.7 2.5801

3 37.1(ASP) 0.065

4 Lens 2 -21.4947(ASP) 0.28 Plastic 1.633  23.6 -4.2528

5 3.1377(ASP) 0.21

6 Lens 3 5.1662(ASP) 0.39 Plastic 1.535  55.7 12.0482

7 24.8864(ASP) 0.42

8 Lens 4 -6.1519(ASP) 0.68 Plastic 1.546  55.9 1.8614

9 -0.9092(ASP) 0.40

10 Lens 5 -0.6065(ASP) 0.28 Plastic 1.535  55.7 -1.4808

11 -2.9680(ASP) 0.03

12 IR-filter Plane 0.21 Glass 1.517 64.0

13 Plane 0.55

14 Image Plane 0

f{focal length) = 3.33 mm,

Fno =24,
HFOV =40.2 deg.
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TABLE 10
Aspheric Coefficients
Surface #
2 3 4 5 6
k= -0.3221 -38.7637 -44.4437 -54.1382 -90.0000
Ad= 1.0457E-02 ~1.1844E-01 ~1.1362E-01 1.2371E-01 -1.9432E-01
A6= 1.5103E-02 3.0807E-01 5.4008E-01 1.6679E-01 4.7648E-03
A8= ~8.6607E-02 ~6.8623E-01 -9.0229E-01 -3.2318E-01 3.1767E-01
Al0= 1.1877E-01 1.7475E-01 1.0742E-01 4.8461E-01 ~1.5328E+00
Al2= ~1.4852E-01 -5.8345E-01 8.5155E-02 -4.0608E-01 2.3172E+00
Ald= ~2.1514E-01 1.0141E+00 7.2991E-01 3.2814E-01 ~1.1325E+00
Al6= 0 0 0 0 0
Alg= 0 0 0 0 0
A20= 0 0 0 0 0
Surface #
7 8 9 10 11
= 90.0000 17.1722 -0.9195 -1.9974 -90.0000
Ad= ~2.3280E-01 ~2.8098E-01 ~1.3284E-03 3.1175E-01 1.8638E-01
A6= 1.5003E-01 8.6070E-02 1.1439E-01 ~1.5972E-01 ~1.6682E-01
A8= -2.1176E-01 2.1992E-01 ~5.9667E-02 ~8.8656E-02 6.1792E-02
Al0= ~2.4079E-02 ~2.5621E-01 2.1597E-02 1.0295E-01 ~1.0605E-02
Al2= 1.8928E-01 ~1.4822E-01 7.5569E-04 -5.0785E-03 L1111E-04
Ald= -4.5146E-02 3.6853E-01 -5.3271E-04 ~2.8295E-02 1.9228E-04
Al6= 0 -0.1503961 -0.0008901 1.2446E-02 ~1.6506E-05
Alg= 0 0 0 -0.0016435 ~2.69E-07
A20= 0 0 0 0 0
In the 5th embodiment, the equation of the aspheric surface 30 axis 690 and the image-side surface 612 being convex near
profiles of the aforementioned lens elements is the same as the the optical axis 690, both the object-side and image-side
equation of the 1st embodiment. Also, the definitions of these surfaces 611, 612 are aspheric, and the first lens element 610
parameters shown in the following table are the same as those is made of plastic material.
stated in the 1st embodiment with corresponding values for The second lens element 620 with a negative refractive
the 5th embodiment, so an explanation in this regard will not 33 power has an object-side surface 621 being concave near the
be provided again. optical axis 690 and an image-side surface 622 being concave
Moreover, these parameters can be calculated from Table 9 near the optical axis 690, both the object-side and image-side
and Tajble 10 as the following values and satisfy the following surfaces 621, 622 are aspheric, and the second lens element
conditions: 20 620 is made of plastic material.
The third lens element 630 with a negative refractive power
) has an object-side surface 631 being convex near the optical
Embodiment 5 . . . .
axis 690 and an image-side surface 632 being concave near
Fno 24 RI/R10 0.20 the optical axis 690, both the object-side and image-side
FOV 80.4 fl/f2 -0.61 : :
Y /Y infl Les | SAG. 42 ICT4 110 45 §urfaces 631, 632 are aspherlc, and the third lens element 630
RI0A ~0.89 531> £2]>fl Yes is made of plastic material.
T23/T45 0.52 (R4 + R5)/(R4 - RS) -4.09 The fourth lens element 640 with a positive refractive
v3-v2 32.10 TTL/ImgH L4l power has an object-side surface 641 being convex near the
optical axis 690 and an image-side surface 642 being convex
FIG. 6 A shows an imaging optical lens assembly in accor- 50 near the optical axis 690, both the object-side and image-side
dance with a sixth embodiment of the present invention, and surfaces 641, 642 are aspheric, and the fourth lens element
FIG. 6B shows, in order from left to right, the longitudinal 640 is made of plastic material.
spherical aberration curves, the astigmatic field curves, and The fifth lens element 650 with a negative refractive power
the distortion curve of the sixth embodiment of the present has an object-side surface 651 being concave near the optical
invention. An imaging optical lens assembly in accordance 55 axis 690 and an image-side surface 652 being convex near the
with the sixth embodiment of the present invention comprises optical axis 690, both the object-side and image-side surfaces
an aperture stop 600 and an optical assembly. The optical 651, 652 are aspheric, the fifth lens element 650 is made of
assembly comprises, in order from an object side to an image plastic material, and more than two inflection points are
side: a first lens element 610, a second lens element 620, a formed on the image-side surface 652 of the fifth lens element
third lens element 630, a fourth lens element 640, a fifth lens 60 650.
element 650, an IR cut filter 660 and an image plane 670, The IR cut filter 660 made of glass is located between the
wherein the imaging optical lens assembly has a total of five fifth lens element 650 and the image plane 670 and has no
lens elements with refractive power. The aperture stop 600 is influence on the focal length of the imaging optical lens
located between an object to be photographed and an image- assembly.
side surface 612 of the first lens element 610. 65  Thedetailed optical data of the sixth embodiment is shown

The first lens element 610 with a positive refractive power
has an object-side surface 611 being convex near an optical

in Table 11 and the aspheric surface data is shown in Table 12
below.
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TABLE 11
(Embodiment 6)
Focal
Surface Curvature Radius ~ Thickness Material index Abbe# length
0 Object Plane Infinity
1 Aperture Plane -0.21
stop
2 lLensl 1.3562(ASP) 0.59  Plastic 1535 35.7 2.4636
3 —47.3(ASP) 0.050
4 Lems2  -24.4635(ASP) 0.28  Plastic 1.633 23.6  -4.9081
5 3.6264(ASP) 0.36
6  Lens3 44.0098(ASP) 0.52  Plastic 1535 557  -8.3333
7 4.0480(ASP) 0.14
8  Lens4 28.9234(ASP) 0.69  Plastic 1546 3559 1.8203
9 ~1.0265(ASP) 0.49
10 Lems5 ~0.6748(ASP) 0.35 Plastic 1.535 557  -1.7158
11 ~2.9770(ASP) 0.03
12 IR filter Plane 0.21 Glass 1517 64.0
13 Plane 0.55
14 Image Plane 0
f{focal length) = 3.61 mm,
Fno =24,
HFOV = 38.0 deg.
TABLE 12
Aspheric Coefficients
Surface #
2 3 4 5 6
= -0.3555 ~14.8375 -90.0000 -52.0570 -90.0000
Ad= 9.1146E-03 ~1.4924E-01 ~1.1097E-01 1.4532E-01 ~2.0808E~01
A6= 1.5461E-02 3.6213E-01 5.3538E-01 1.8980E-01 1.9306E-04
A8= -1.0361E-01 -6.8128E-01 -8.1138E-01 -3.2362E-01 5.5597E-01
Al0= 1.3774E-01 3.7271E-01 2.2851E-01 4.6096E-01 ~1.6815E+00
Al2= -6.6555E-02 ~3.6998E-01 1.2113E-01 —4.2552E-01 2.0370E+00
Al4= ~1.8446E-01 3.3632E-01 1.7943E-01 3.3740E-01 -9.6979E-01
Al6= 0 0 0 0 0
Alg= 0 0 0 0 0
A20= 0 0 0 0 0
Surface #
7 8 9 10 11
= -18.0351 -90.0000 -1.1982 -2.6474 -90.0000
A4 ~3.2989E-01 -3.1054E-01 2.8048E-02 2.2712E-01 1.8000E-01
A6= 2.6752E-01 1.8595E-01 6.8082E-02 ~1.2136E-01 ~1.5774E-01
A8= —2.4148E-01 4.1048E-02 ~3.9907E-02 -9.2164E-02 5.7332E-02
Al0= ~8.9289E-02 ~2.1419E-01 1.6485E-02 9.9142E-02 ~9.3981E-03
Al2= 2.0000E-01 ~1.2045E-01 ~3.2508E-03 ~4.2835E-03 ~1.8258E-05
Al4= ~7.3872E-02 3.5268E-01 ~1.0810E-03 —2.7591E-02 1.8200E-04
Al6= 0 -0.1567234 ~3.34E-07 1.2462E-02 ~9.0598E-06
Alg= 0 0 0 -0.0017458 -1.13E-06
A20= 0 0 0 0 0
In the 6th embodiment, the equation of the aspheric surface -continued
profiles of the aforementioned lens elements is the same as the
equation of the 1st embodiment. Also, the definitions of these Embodiment 6
parameters shown in the following table are the same as those 5 Y inf2/Y infl 1.90 | SAG 42 /CT4 105
stated in the 1st embodiment with corresponding values for RIO/A ~0.82 131> 2 1>f1 Yes
the 6th embodiment, so an explanation in this regard will not T23/T45 0.73 (R4 +R5)/(R4-RS) -1.18
be provided again. V3-V2 32.10 TTL/ImgH 1.50
Moreover, these parameters can be calculated from Table
11 and Table 12 as the following values and satisfy the fol- 4,  FIG. 7A shows an imaging optical lens assembly in accor-

lowing conditions:

Embodiment 6

24
76.0

RO/R10
f1/f2

0.23
-0.50

Fno
FOV

65

dance with a seventh embodiment of the present invention,
and FIG. 7B shows, in order from left to right, the longitudinal
spherical aberration curves, the astigmatic field curves, and
the distortion curve of the seventh embodiment of the present
invention. An imaging optical lens assembly in accordance
with the seventh embodiment of the present invention com-
prises an aperture stop 700 and an optical assembly. The
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optical assembly comprises, in order from an object side to an
image side: a first lens element 710, a second lens element
720, a third lens element 730, a fourth lens element 740, a fifth
lens element 750, an IR cut filter 760 and an image plane 770,
wherein the imaging optical lens assembly has a total of five
lens elements with refractive power. The aperture stop 700 is
located between an object to be photographed and an image-
side surface 712 of the first lens element 710.

The first lens element 710 with a negative refractive power

26

the optical axis 790, both the object-side and image-side
surfaces 731, 732 are aspheric, and the third lens element 730
is made of plastic material.

The fourth lens element 740 with a positive refractive

5 power has an object-side surface 741 being convex near the

optical axis 790 and an image-side surface 742 being convex
near the optical axis 790, both the object-side and image-side
surfaces 741, 742 are aspheric, and the fourth lens element
740 is made of plastic material.

The fifth lens element 750 with a positive refractive power

. . . . 10
ha.s an ObJeCt'Sld? surfacg 711 being Convex near an optical has an object-side surface 751 being concave near the optical
axis 790 and the image-side surface 712 being concave near axis 790 and an image-side surface 752 being convex near the
the optical axis 790, both the object-side and image-side  optical axis 790, both the object-side and image-side surfaces
surfaces 711, 712 are aspheric, and the first lens element 710 751, 752 are aspheric, the fifth lens element 750 is made of
is made of plastic material. 15 Plastic material, and more than two inflection points are

The second lens element 720 with a positive refractive formed on the image-side surface 752 of the fifth lens element
power has an object-side surface 721 being convex near the 750.
optical axis 790 and an image-side surface 722 being convex The IR cut filter 760 made of glass is located between the
near the optical axis 790, both the object-side and image-side fifth lens element 750 and the image plane 770 and has no
surfaces 721, 722 are aspheric, and the second lens element ,, influence on the focal length of the imaging optical lens
720 is made of plastic material. assembly.

The third lens element 730 with a negative refractive power The detailed optical data of the seventh embodiment is
has an object-side surface 731 being concave near the optical shown in Table 13 and the aspheric surface data is shown in
axis 790 and an image-side surface 732 being concave near Table 14 below.

TABLE 13
(Embodiment 7)
Focal
Surface Curvature Radius ~ Thickness Material index Abbe# length
0 Object Plane Infinity
1 Aperture Plane -0.19
stop
2 Lensl 1.3872(ASP) 0.54  Plastic 1.535 55.7 2.5664
3 ~209.2(ASP) 0.058
4 Lemns2  -29.1595(ASP) 0.28  Plastic 1.633 23.6  -4.8832
5 3.5195(ASP) 0.35
6  Lens3 33.2592(ASP) 040  Plastic 1.535 557  -71.4285
7 17.7454(ASP) 0.28
8  Lens4 -8.6362(ASP) 0.61 Plastic 1.546 559 2.0306
9 ~1.0102(ASP) 0.52
10 Lens$ ~0.6693(ASP) 0.35 Plastic 1.535 557  -1.6978
11 ~2.9681(ASP) 0.03
12 IR-filter Plane 0.21 Glass 1.517 64.0
13 Plane 0.55
14 Image Plane 0
f{focal length) = 3.51 mm,
Fno =24,
HFOV =387 deg.
TABLE 14
Aspheric Coefficients
Surface # 2 3 4 5 6
k= -0.3854 90.0000 -90.0000 -53.8658 -90.0000
Ad= 7.8691E~03 -1.5510E-01 -1.1959E-01  1.4793E-01  -2.6010E-01
Ab= 7.8592E-03 3.3408E-01  5.3056E-01  1.7356E-01  -1.7819E-02
Ag= -9.5284E-02 -6.6114E-01 -8.3353E-01 -3.4179E-01  4.8002E-01
Al0= 1.2678E-01 3.5715E-01 2.4159E-01  4.7108E-01  -1.7276E+00
Al2= -1.0862E-01 -4.1946E-01  1.7326E-01  -4.1408E-01  2.0446E+00
Al4= -1.9231E-01 4.3025E-01  2.0354E-01  3.1318E-01  -1.0479E+00
Al6= 0 0 0 0 0
Alg= 0 0 0 0 0
A20= 0 0 0 0 0
Surface # 7 8 9 10 11
k= 90.0000 20.7061 -0.9731 -2.5717 -90.0000
Ad= -3.4480E-01 -2.8723E-01  1.1542E-02  2.2349E-01  1.8100E-01
Ab= 2.0061E-01 1.4089E-01  82707E-02 -1.1883E-01  -1.5883E-01
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TABLE 14-continued

28

Aspheric Coefficients

A8= -2.5068E-01 9.1077E-02 -3.8320E-02  -9.2357E-02
Al0= —-6.8263E-02 -2.0715E-01 1.8771E-02 9.9028E-02
Al2= 1.9900E-01 -1.2229E-01 -2.6539E-03  -4.3061E-03
Al4= -9.3125E-02 3.5555E-01 -1.3107E-03  -2.7598E-02
Al6= 0 -0.1550772 -0.00045058 1.2460E-02
Alg= 0 0 0 -0.001742
A20= 0 0 0 0

5.7644E-02
-9.4113E-03
-3.1704E-05

1.8270E-04
—-8.2099E-06
-1.28E-06

0

In the 7th embodiment, the equation of the aspheric surface
profiles of the aforementioned lens elements is the same as the
equation of the 1st embodiment. Also, the definitions of these

axis 890 and the image-side surface 812 being concave near
the optical axis 890, both the object-side and image-side
surfaces 811, 812 are aspheric, and the first lens element 810

parameters shown in the following table are the same as those 15 o .- de of plastic material.
stated in the st embodiment with corre qunding Valuf:s for The second lens element 820 with a negative refractive
the 7th embodiment, so an explanation in this regard will not . . .
be provided again. power has. an obJect-51Qe surfa.ce 821 being convex near the
Moreover, these parameters can be calculated from Table optical axis 890 and an image-side su.rface.822 belpg concave
13 and Table 14 as the following values and satisfy the fol- 20 Dear the optical axis 890, both the object-side and image-side
lowing conditions: surfaces 821, 822 are aspheric, and the second lens element
820 is made of plastic material.
The third lens element 830 with a positive refractive power
Embodiment 7 has an object-side surface 831 being convex near the optical
55 axis 890 and an image-side surface 832 being concave near
?81, 73:1 Eg/glo _8:?; the optical axis 890, both the object-side and image-side
Y in®/Y_infl 1.88 | SAG._42 |/CT4 1.17 surfaces 831, 832 are aspheric, and the third lens element 830
R10/f -0.85 31> 1£21>f Yes is made of plastic material.
T23/T45 067  (R4+R5)/R4-R5)  -1.24 The fourth lens element 840 with a positive refractive
V3-v2 32.10 TTL/ImgH 144 30 power has an object-side surface 841 being convex near the
optical axis 890 and an image-side surface 842 being convex
FIG. 8A shows an imaging optical lens assembly in accor- near the optical axis 890, both the object-side and image-side
dance with a eighth embodiment of the present invention, and surfaces 841, 842 are aspheric, and the fourth lens element
FIG. 8B shows, in order from left to right, the longitudinal 840 is made of plastic material.
spherical aberration curves, the astigmatic field curves, and 35  The fifth lens element 850 with a negative refractive power
the distortion curve of the eighth embodiment of the present has an object-side surface 851 being concave near the optical
invention. An imaging optical lens assembly in accordance axis 890 and an image-side surface 852 being convex near the
with the eighth embodiment of the present invention com- optical axis 890, both the object-side and image-side surfaces
prises an aperture stop 800 and an optical assembly. The 851, 852 are aspheric, the fifth lens element 850 is made of
optical assembly comprises, in order from an object sidetoan 4, plastic material, and more than two inflection points are
image side: a first lens element 810, a second lens element formed on the image-side surface 852 of the fifth lens element
820, a third lens element 830, a fourth lens element 840, a fifth 850.
lens element 850, an IR cut filter 860 and an image plane 870, The IR cut filter 860 made of glass is located between the
wherein the imaging optical lens assembly has a total of five fifth lens element 850 and the image plane 870 and has no
lens elements with refractive power. The aperture stop 8001is 45 influence on the focal length of the imaging optical lens
located between an object to be photographed and an image- assembly.
side surface 812 of the first lens element 810. The detailed optical data of the eighth embodiment is
The first lens element 810 with a positive refractive power shown in Table 15 and the aspheric surface data is shown in
has an object-side surface 811 being convex near an optical Table 16 below.
TABLE 15
(Embodiment 8)
Focal
Surface Curvature Radius ~ Thickness Material index Abbe# length
0 Object Plane Infinity
1 Aperture Plane -0.21
stop
2 Lensl 1.4280(ASP) 0.50  Plastic 1.535 55.7 3.1467
3 8.1(ASP) 0.130
4 Lens2 22.0009(ASP) 0.28  Plastic 1.633 23.6  -5.1839
5 2.8724(ASP) 0.23
6  Lens3 6.0884(ASP) 0.65  Plastic 1.535 557 124730
7 63.8977(ASP) 0.35
8  Lens4  230.3037(ASP) 0.73  Plastic 1.546 559 1.7358
9 ~0.9539(ASP) 0.38
10 Lens$ ~0.5410(ASP) 043  Plastic 1.535 557  -1.5373
11 ~1.9645(ASP) 0.10
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TABLE 15-continued
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(Embodiment 8)

Focal
Surface Curvature Radius ~ Thickness Material index Abbe# length

12 IR filter Plane 0.21 Glass 1517 64.0

13 Plane 0.48

14 Image Plane 0
f{focal length) = 3.56 mm,
Fno =24,
HFOV =38.4 deg.

TABLE 16
Aspheric Coefficients

Surface # 2 3 4 5 6
k= -0.6578 89.8228 16.1643 -34.6510 29.3660
Ad= 3.4524E-02 -1.3497E-01 -2.0120E-01  1.1834E-02  -2.0762E-01
Ab= 1.2926E-02 2.5492E-01 4.7034E-01  2.8866E-01 4.5025E-02
A8= -3.0806E-02 -6.9803E-01 -6.7234E-01 -3.7545E-01 2.6059E-01
Al0= 1.0897E-01 6.5039E-01 2.9515E-01 4.0131E-01  -1.1118E+00
Al2= -1.3582E-01 -1.8459E-01 9.5841E-03 -3.3330E-01 1.5880E+00
Ald= -4.9099E-02 -3.8896E-01 -3.3782E-02  2.0610E-01  -9.4841E-01
Al6= 0 0 0 0 0
Al8= 0 0 0 0 0
A20= 0 0 0 0 0
Surface # 7 8 9 10 11
k= 90.0000 89.8223 -0.9702 -1.8531 -23.1035
Ad= -2.2209E-01 -2.9862E-01 -1.1164E-02  3.2119E-01 2.2841E-01
Ab= 6.6131E-02 -5.4218E-02 7.0349E-02 -1.3691E-01  -1.7178E-01
A8= -6.6752E-02 1.8980E-01 -5.8148E-02 -9.7937E-02 5.9291E-02
Al0= -1.2553E-01 -1.7956E-01 1.0637E-02  1.0251E-01  -9.8722E-03
Al2= 1.8342E-01 -1.8929E-01 3.1064E-03 -5.3705E-03 2.2058E-04
Ald= -7.9074E-02 3.2590E-01 2.1374E-03 -2.8438E-02 1.6236E-04
Al6= 0 -0.1048182 -0.00074056 1.2359E-02  -2.1011E-05
Al8= 0 0 0 -0.0015646 8.03E-07
A20= 0 0 0 0 0

In the 8th embodiment, the equation of the aspheric surface
profiles of the aforementioned lens elements is the same as the
equation of the 1st embodiment. Also, the definitions of these
parameters shown in the following table are the same as those
stated in the 1st embodiment with corresponding values for
the 8th embodiment, so an explanation in this regard will not
be provided again.

Moreover, these parameters can be calculated from Table
15 and Table 16 as the following values and satisfy the fol-
lowing conditions:

Embodiment 8
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assembly comprises, in order from an object side to an image
side: a first lens element 910, a second lens element 920, a
third lens element 930, a fourth lens element 940, a fifth lens
element 950, an IR cut filter 960 and an image plane 970,
wherein the imaging optical lens assembly has a total of five
lens elements with refractive power. The aperture stop 900 is
located between an object to be photographed and an image-
side surface 912 of the first lens element 910.

The first lens element 910 with a positive refractive power
has an object-side surface 911 being convex near an optical
axis 990 and the image-side surface 912 being convex near
the optical axis 990, both the object-side and image-side
surfaces 911, 912 are aspheric, and the first lens element 910
is made of plastic material.

11?81/ 72:3 Eg/glo _8:2? The second lens element 920 with a negative refractive
Y_inf2/Y_infl 1.83 | SAG_ 42 I/CT4 117 55 power has an object-side surface 921 being convex near the
RI10/f -0.55 31> 1£21>f Yes optical axis 990 and an image-side surface 922 being concave
T23/T45 0.60 (R4 +R5)/(R4-R5) -2.79 near the optical axis 990, both the object-side and image-side
V3-V2 3210  TTL/mgH 157

FIG. 9A shows an imaging optical lens assembly in accor-
dance with a ninth embodiment of the present invention, and
FIG. 9B shows, in order from left to right, the longitudinal
spherical aberration curves, the astigmatic field curves, and
the distortion curve of the ninth embodiment of the present
invention. An imaging optical lens assembly in accordance
with the ninth embodiment of the present invention comprises
an aperture stop 900 and an optical assembly. The optical

60

65

surfaces 921, 922 are aspheric, and the second lens element
920 is made of plastic material.

The third lens element 930 with a negative refractive power
has an object-side surface 931 being convex near the optical
axis 990 and an image-side surface 932 being concave near
the optical axis 990, both the object-side and image-side
surfaces 931, 932 are aspheric, and the third lens element 930
is made of plastic material.

The fourth lens element 940 with a positive refractive
power has an object-side surface 941 being concave near the
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optical axis 990 and an image-side surface 942 being convex
near the optical axis 990, both the object-side and image-side
surfaces 941, 942 are aspheric, and the fourth lens element
940 is made of plastic material.

The fifth lens element 950 with a negative refractive power
has an object-side surface 951 being concave near the optical
axis 990 and an image-side surface 952 being convex near the
optical axis 990, both the object-side and image-side surfaces
951, 952 are aspheric, the fifth lens element 950 is made of

32

plastic material, and more than two inflection points are
formed on the image-side surface 952 of the fifth lens element
950.

The IR cut filter 960 made of glass is located between the
fifth lens element 950 and the image plane 970 and has no
influence on the focal length of the imaging optical lens
assembly.

The detailed optical data of the ninth embodiment is shown
in Table 17 and the aspheric surface data is shown in Table 18
below.

TABLE 17
(Embodiment 9)
Focal
Surface Curvature Radius ~ Thickness Material index Abbe# length
0 Object Plane Infinity
1 Aperture Plane -0.21
2 Lens 1 1.4315(ASP) 0.58 Plastic 1.546  55.9 2.4801
3 -25.3(ASP) 0.054
4 Lens 2 627.5304(ASP) 0.28 Plastic 1.633  23.6 -4.4753
5 2.8550(ASP) 0.29
6 Lens 3 28.0499(ASP) 0.51 Plastic 1.535 55.7  -37.5439
7 11.6605(ASP) 0.28
8 Lens4  -160.5762(ASP) 0.80 Plastic 1.546  55.9 1.6264
9 -0.8882(ASP) 0.36
10 Lens 5 -0.5329(ASP) 0.52 Plastic 1.535  55.7 -1.5219
11 -2.0546(ASP) 0.10
12 IR-filter Plane 0.21 Glass 1.517 64.0
13 Plane 0.48
14 Image Plane 0
f{focal length) = 3.71 mm,
Fno =24,
HFOV =37.3 deg.
TABLE 18
Aspheric Coefficients
Surface # 2 3 4 5 6
k= -1.4415 89.3106 -60.4687 -30.3422 9.1767
Ad= 5.3388E-02 -9.6995E-02  -7.5591E-02 1.4130E-01 -2.1085E-01
Ab= 2.2079E-03  2.9141E-01 4.8287E-01 1.7293E-01 6.3474E-02
A8= -7.7735E-02 -7.0966E-01  -8.2692E-01 -3.0292E-01 3.5860E-01
Al0= 1.1800E-01  5.1953E-01 3.6707E-01 5.5859E-01 -1.2266E+00
Al2= -1.3257E-01 -2.3461E-01 2.3838E-01 -4.1110E-01 1.9221E+00
Ald= -74837E-02  7.1108E-02  -1.3079E-01 1.2075E-01 -1.0273E+00
Al6= 0 0 0 0 0
Alg= 0 0 0 0 0
A20= 0 0 0 0 0
Surface # 7 8 9 10 11
= 28.3800 -22.1704 -1.8455 -1.9447 -24.7049
Ad= -3.3692E-01 -3.6658E-01  -9.5911E-02 3.3131E-01 2.0942E-01
Ab= 3.4358E-01  1.2553E-01 1.3019E-01 -1.3053E-01 -1.5419E-01
A8= -3.4619E-01  1.4909E-01  -4.8214E-02 -9.9629E-02 5.2541E-02
Al0= -1.5420E-02 -1.8644E-01 1.7376E-03 1.0010E-01 -8.6682E-03
Al2= 3.6960E-01 -1.9568E-01  -6.7394E-03 -7.3570E-03 1.7809E-04
Ald= -1.8486E-01  3.4502E-01  -5.1912E-04 -2.5310E-02 1.4879E-04
Al6= 0 -0.1230725 0.001561608 1.1422E-02 -1.9617E-05
Alg= 0 0 0 -0.0015049 7.89E-07
A20= 0 0 0 0 0
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In the 9th embodiment, the equation of the aspheric surface
profiles of the aforementioned lens elements is the same as the
equation of the 1st embodiment. Also, the definitions of these
parameters shown in the following table are the same as those
stated in the 1st embodiment with corresponding values for
the 9th embodiment, so an explanation in this regard will not
be provided again.

Moreover, these parameters can be calculated from Table
17 and Table 18 as the following values and satisfy the fol-
lowing conditions:

Embodiment 9

Fno 24 RO/R10 0.26
FOV 74.6 /2 -0.55
Y_inf2/Y_infl 1.81 | SAG_42 I/CT4 117
RI10/ -0.55 31> [f21>11 Yes

T23/T45 0.83 (R4 + R5)/(R4 - R5) -1.23
V3-V2 3210  TTL/ImgH 157

FIG.10A shows an imaging optical lens assembly in accor-
dance with a tenth embodiment of the present invention, and
FIG. 10B shows, in order from left to right, the longitudinal
spherical aberration curves, the astigmatic field curves, and
the distortion curve of the tenth embodiment of the present
invention. An imaging optical lens assembly in accordance
with the tenth embodiment of the present invention comprises
an aperture stop 1000 and an optical assembly. The optical
assembly comprises, in order from an object side to an image
side: a first lens element 1010, a second lens element 1020, a
third lens element 1030, a fourth lens element 1040, a fifth
lens element 1050, an IR cut filter 1060 and an image plane
1070, wherein the imaging optical lens assembly has a total of
five lens elements with refractive power. The aperture stop
1000 is located between an object to be photographed and an
image-side surface 1012 of the first lens element 1010.

The first lens element 1010 with a positive refractive power
has an object-side surface 1011 being convex near an optical

10
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axis 1090 and the image-side surface 1012 being concave
near the optical axis 1090, both the object-side and image-
side surfaces 1011, 1012 are aspheric, and the first lens ele-
ment 1010 is made of plastic material.

The second lens element 1020 with a negative refractive
power has an object-side surface 1021 being convex near the
optical axis 1090 and an image-side surface 1022 being con-
cave near the optical axis 1090, both the object-side and
image-side surfaces 1021, 1022 are aspheric, and the second
lens element 1020 is made of plastic material.

The third lens element 1030 with a positive refractive
power has an object-side surface 1031 being convex near the
optical axis 1090 and an image-side surface 1032 being con-
vex near the optical axis 1090, both the object-side and
image-side surfaces 1031, 1032 are aspheric, and the third
lens element 1030 is made of plastic material.

The fourth lens element 1040 with a positive refractive
power has an object-side surface 1041 being concave near the
optical axis 1090 and an image-side surface 1042 being con-
vex near the optical axis 1090, both the object-side and
image-side surfaces 1041, 1042 are aspheric, and the fourth
lens element 1040 is made of plastic material.

The fifth lens element 1050 with a negative refractive
power has an object-side surface 1051 being concave near the
optical axis 1090 and an image-side surface 1052 being con-
vex near the optical axis 1090, both the object-side and
image-side surfaces 1051, 1052 are aspheric, the fifth lens
element 1050 is made of plastic material, and more than two
inflection points are formed on the image-side surface 1052 of
the fifth lens element 1050.

The IR cut filter 1060 made of glass is located between the
fifth lens element 1050 and the image plane 1070 and has no
influence on the focal length of the imaging optical lens
assembly.

The detailed optical data of the tenth embodiment is shown
in Table 19 and the aspheric surface data is shown in Table 20
below.

TABLE 19

(Embodiment 10)

Focal
Surface Curvature Radius Thickness Material index Abbe# length
0 Object Plane Infinity
1 Aperture Plane -0.21
stop
2 Lens 1 1.4475(ASP) 0.48 Plastic 1.546  55.9 3.2320
3 7.0(ASP) 0.137
4 Lens 2 16.9199(ASP) 0.28 Plastic 1.633  23.6 -4.7855
5 2.5799(ASP) 0.18
6 Lens 3 8.5806(ASP) 0.42 Plastic 1.546  55.9 6.4524
7 -5.9082(ASP) 0.46
8 Lens 4 -4.7184(ASP) 0.76 Plastic 1.546  55.9 1.6274
9 -0.7928(ASP) 0.38
10 Lens 5 -0.5002(ASP) 0.59 Plastic 1.535  55.7 -1.4871
11 -1.8828(ASP) 0.10
12 IR-filter Plane 0.21 Glass 1.517 64.0
13 Plane 0.48
14 Image Plane 0

f{focal length) = 3.56 mm,

Fno =24,
HFOV =38.6 deg.
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Aspheric Coefficients

Surface # 2 3 4 5 6

k= 0.0464 36.4037 -64.2821 -31.4320 4.6332

Ad= 1.3690E-02 -5.5337E-02 -1.8439E-01 1.9262E-02  -2.3439E-01
Ab= 3.2708E-02  1.9968E-01  4.0673E-01 1.1964E-01 1.2647E-01
A8= -1.0823E-02 -4.3491E-01 -6.9615E-01  -2.0469E-01 8.9268E-02
Al0= 1.1180E-01  5.4294E-01  4.4013E-01 4.5770E-01  -8.7845E-01
Al2= -1.6780E-01 -3.2304E-01 -2.3518E-01  -7.7414E-01 2.1237E+00
Al4= 1.0229E-01 -4.3017E-01 -4.3963E-01 3.6947E-01  -1.5074E+00
Al6= 0 0 0 0 0

Al8= 0 0 0 0 0

A20= 0 0 0 0 0

Surface # 7 8 9 10 11

k= -90.0000 0.9863 -2.6785 -2.5528 -26.0468

Ad= -2.3636E-01 -2.3214E-01 -1.6086E-01 2.3856E-01 2.2070E-01
Ab= 1.3871E-01  1.4357E-01  1.6605E-01  -7.5314E-02  -1.6735E-01
A8= -1.1833E-01  2.4713E-02 -1.6808E-02  -1.2250E-01 5.8151E-02
Al0= -9.5347E-02  5.1261E-02 -2.8890E-02 1.0596E-01  -9.6868E-03
Al2= 2.9499E-01 -3.4915E-01 -5.3810E-03  -3.4300E-03 2.3421E-04
Al4= -1.0410E-01  3.3304E-01  6.7406E-03  -2.8679E-02 1.5798E-04
Al6= 0 -0.1027709 -0.00086287 1.2149E-02  -2.1537E-03
Al8= 0 0 0 -0.0015369 9.07E-07
A20= 0 0 0 0 0

In the 10th embodiment, the equation of the aspheric sur-
face profiles of the aforementioned lens elements is the same
as the equation of the 1st embodiment. Also, the definitions of
these parameters shown in the following table are the same as
those stated in the 1st embodiment with corresponding values
for the 10th embodiment, so an explanation in this regard will
not be provided again.

Moreover, these parameters can be calculated from Table
19 and Table 20 as the following values and satisfy the fol-
lowing conditions:

Embodiment 10

Fno 24 RO/R10 0.27
FOV 77.1 /2 -0.68
Y_inf2/Y_infl 1.84 | SAG_42 I/CT4 1.14
RI10/ -0.53 31> [f21>11 Yes

T23/T45 0.47 (R4 + R5)/(R4 - R5) -1.86
V3-V2 3230  TTL/ImgH 157

FIG. 11A shows an imaging optical lens assembly in accor-
dance with a eleventh embodiment of the present invention,
and FIG. 11B shows, in order from left to right, the longitu-
dinal spherical aberration curves, the astigmatic field curves,
and the distortion curve of the eleventh embodiment of the
present invention. An imaging optical lens assembly in accor-
dance with the eleventh embodiment of the present invention
comprises an aperture stop 1100 and an optical assembly. The
optical assembly comprises, in order from an object side to an
image side: a first lens element 1110, a second lens element
1120, a third lens element 1130, a fourth lens element 1140,
a fifth lens element 1150, an IR cut filter 1160 and an image
plane 1170, wherein the imaging optical lens assembly has a
total of five lens elements with refractive power. The aperture
stop 1100 is located between an object to be photographed
and an image-side surface 1112 of the first lens element 1110.

The first lens element 1110 with a negative refractive
power has an object-side surface 1111 being convex near an
optical axis 1190 and the image-side surface 1112 being
concave near the optical axis 1190, both the object-side and
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image-side surfaces 1111, 1112 are aspheric, and the first lens
element 1110 is made of plastic material.

The second lens element 1120 with a positive refractive
power has an object-side surface 1121 being concave near the
optical axis 1190 and an image-side surface 1122 being con-
vex near the optical axis 1190, both the object-side and
image-side surfaces 1121, 1122 are aspheric, and the second
lens element 1120 is made of plastic material.

The third lens element 1130 with a negative refractive
power has an object-side surface 1131 being convex near the
optical axis 1190 and an image-side surface 1132 being con-
cave near the optical axis 1190, both the object-side and
image-side surfaces 1131, 1132 are aspheric, and the third
lens element 1130 is made of plastic material.

The fourth lens element 1140 with a positive refractive
power has an object-side surface 1141 being convex near the
optical axis 1190 and an image-side surface 1142 being con-
cave near the optical axis 1190, both the object-side and
image-side surfaces 1141, 1142 are aspheric, and the fourth
lens element 1140 is made of plastic material.

The fifth lens element 1150 with a positive refractive power
has an object-side surface 1151 being concave near the opti-
cal axis 1190 and an image-side surface 1152 being convex
near the optical axis 1190, both the object-side and image-
side surfaces 1151, 1152 are aspheric, the fifth lens element
1150 is made of plastic material, and more than two inflection
points are formed on the image-side surface 1152 of the fifth
lens element 1150.

The IR cut filter 1160 made of glass is located between the
fifth lens element 1150 and the image plane 1170 and has no

influence on the focal length of the imaging optical lens
assembly.

The detailed optical data of the eleventh embodiment is
shown in Table 21 and the aspheric surface data is shown in
Table 22 below.
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TABLE 21
(Embodiment 11)
Focal
Surface Curvature Radius ~ Thickness Material index Abbe# length
0 Object Plane Infinity
1 Aperture Plane -0.15
stop
2 Lens 1 1.5243(ASP) 0.52 Plastic 1.546 559 2.1530
3 -4.6(ASP) 0.033
4 Lens 2 —-3.0806(ASP) 0.28 Plastic 1.584  30.1 -4.7620
5 28.9911(ASP) 0.24
6 Lens 3 -47.8724(ASP) 0.28 Plastic 1.633  23.6 -6.5474
7 4.6105(ASP) 0.17
8 Lens 4 -4.8489(ASP) 1.00 Plastic 1.546 559 1.5762
9 ~0.7867(ASP) 0.58
10 Lens 5 -0.5814(ASP) 0.58 Plastic 1.546 559 -1.7963
11 -1.9108(ASP) 0.10
12 IR-filter Plane 0.21 Glass 1.517 64.0
13 Plane 0.48
14 Image Plane 0
f(focal length) = 3.37 mm,
Fno =24,
HFOV = 40.1 deg.
TABLE 22
Aspheric Coefficients
Surface # 2 3 4 5 6
k= -2.4549 —-90.0000 -37.7122 90.0000 90.0000
Ad= 7.6413E-02  -3.5832E-02 2.0860E-02 -9.0358E-02 -6.7089E-01
Ab= -3.4373E-02 2.0348E-01 3.4524E-01 9.8685E-02  2.2219E-01
A= -5.5263E-02  -6.5808E-01  -7.7541E-01 -3.9379E-01 -6.3976E-02
Al0= 7.0400E-02 5.9056E-01 6.1952E-01 4.3136E-01 -1.3495E+00
Al2= -3.6315E-01 —-2.4534E-01 4.1722E-01 -5.4791E-01 2.2596E+00
Al4= 1.6045E-01 1.1568E-01 -4.0215E-01 1.2179E-01 -9.1512E-01
Al6= 0 0 0 0 0
Al8= 0 0 0 0 0
A20= 0 0 0 0 0
Surface # 7 8 9 10 11
k= —-40.6081 9.5874 -2.5706 -3.4503 31.4395
Ad= -4.9191E-01 -2.0214E-01  -1.8374E-01 1.3685E-01 1.9479E-01
Ab= 6.5081E-01 2.5223E-01 1.4802E-01 -2.5310E-03 -1.4606E-01
A= -2.9957E-01 4.3955E-01 -6.0734E-02 -1.5178E-01 5.1308E-02
Al0= -1.6327E-01 -4.2259E-01 3.3157E-02 1.0973E-01 -8.9341E-03
Al2= 1.1289E-01 -1.3780E+00  -9.3996E-03 -3.1688E-03  2.7709E-04
Al4= 8.0987E-02 2.2143E+00  -1.0810E-02 -2.8247E-02 1.4795E-04
Al6= 0 -0.9823062 0.002598355 1.1931E-02 -2.2012E-05
Al8= 0 0 0 -0.001513 9.97E-07
A20= 0 0 0 0 0
In the 11th embodiment, the equation of the aspheric sur- 50 -continued
face profiles of the aforementioned lens elements is the same
as the equation of the 1st embodiment. Also, the definitions of Embodiment 11
these parameters shown in the following table are the same as
b tated in the 1st embodiment with di ) T23/T45 0.42 (R4 + RS)/(R4 - RS) -0.25
those stated in the 1st embodiment with corresponding values Vi-V2 26.50 TTL/ImgH 157

for the 11th embodiment, so an explanation in this regard will >

not be provided again.

Moreover, these parameters can be calculated from Table
21 and Table 22 as the following values and satisfy the fol-
lowing conditions:
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Embodiment 11

Fno 24 RO/R10 0.30
FOV 80.1 f1/f2 -0.45
Y_inf2/Y_infl 1.82 | SAG_42 I/CT4 0.89
R10/f -0.57 [f31>1f21>1f1 Yes
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FIG. 12A shows an imaging optical lens assembly in accor-
dance with a twelfth embodiment of the present invention,
and FIG. 12B shows, in order from left to right, the longitu-
dinal spherical aberration curves, the astigmatic field curves,
and the distortion curve of the twelfth embodiment of the
present invention. An imaging optical lens assembly in accor-
dance with the twelfth embodiment of the present invention
comprises an aperture stop 1200 and an optical assembly. The
optical assembly comprises, in order from an object side to an
image side: a first lens element 1210, a second lens element
1220, a third lens element 1230, a fourth lens element 1240,
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a fifth lens element 1250, an IR cut filter 1260 and an image
plane 1270, wherein the imaging optical lens assembly has a
total of five lens elements with refractive power. The aperture
stop 1200 is located between an image-side surface 1212 of
the first lens element 1210 and an image-side surface 1222 of
the second lens element 1220.

The first lens element 1210 with a positive refractive power
has an object-side surface 1211 being convex near an optical
axis 1290 and the image-side surface 1212 being convex near
the optical axis 1290, both the object-side and image-side
surfaces 1211, 1212 are aspheric, and the first lens element
1210 is made of plastic material.

The second lens element 1220 with a negative refractive
power has an object-side surface 1221 being concave near the
optical axis 1290 and the image-side surface 1222 being
concave near the optical axis 1290, both the object-side and
image-side surfaces 1221, 1222 are aspheric, and the second
lens element 1220 is made of plastic material.

The third lens element 1230 with a positive refractive
power has an object-side surface 1231 being convex near the
optical axis 1290 and an image-side surface 1232 being con-
cave near the optical axis 1290, both the object-side and

40

image-side surfaces 1231, 1232 are aspheric, and the third
lens element 1230 is made of plastic material.

The fourth lens element 1240 with a positive refractive
power has an object-side surface 1241 being concave near the

5 optical axis 1290 and an image-side surface 1242 being con-

vex near the optical axis 1290, both the object-side and
image-side surfaces 1241, 1242 are aspheric, and the fourth
lens element 1240 is made of plastic material.

The fifth lens element 1250 with a negative refractive

1o Ppower has an object-side surface 1251 being concave near the

optical axis 1290 and an image-side surface 1252 being con-
vex near the optical axis 1290, both the object-side and
image-side surfaces 1251, 1252 are aspheric, the fifth lens
element 1250 is made of plastic material, and more than two
inflection points are formed on the image-side surface 1252 of
the fifth lens element 1250.

The IR cut filter 1260 made of glass is located between the
fifth lens element 1250 and the image plane 1270 and has no
influence on the focal length of the imaging optical lens

5o assembly.

The detailed optical data of the twelfth embodiment is
shown in Table 23 and the aspheric surface data is shown in
Table 24 below.

TABLE 23

(Embodiment 12)

Focal
Surface Curvature Radius Thickness Material index Abbe# length
0 Object Plane Infinity
1 Lens 1 1.6401(ASP) 0.55
2 -35.629(ASP) 0.03 Plastic 1.546  55.9 2.8845
3 Aperture Plane 0.06
stop
4 Lens 2 -47.842(ASP) 0.28 Plastic 1.636  23.1 -4.5906
5 3.1210(ASP) 0.27
6 Lens 3 3.3384(ASP) 0.45 Plastic 1.535  55.7 23.8285
7 4.3072(ASP) 0.32
8 Lens 4 -27.152(ASP) 0.81 Plastic 1.546  55.9 1.3540
9 -0.7278(ASP) 0.34
10 Lens 5 -0.4769(ASP) 0.57 Plastic 1.546  54.1 -1.3627
11 -1.9448(ASP) 0.10
12 IR-filter Plane 0.21 Glass 1.517 64.0
13 Plane 0.48
14 Image Plane 0
f{focal length) = 3.44 mm,
Fno =24,
HFOV =39.6 deg.
TABLE 24
Aspheric Coefficients
Surface # 1 2 4 5 6
k= -0.6165 90.0000 90.0000 -47.6438 -1.8561
Ad= -1.4414E-02 -9.6846E-02 -1.1363E-01  8.3384E-02  -2.1751E-01
Ab= 5.4816E-02  1.8244E-01 5.7878E-01  2.2192E-01 1.1480E-01
A8= -1.9483E-01 -3.1304E-01 -8.1469E-01 -2.8323E-01 1.6916E-01
Al0= 1.5898E-01  4.5849E-01 4.5853E-01  3.4566E-01  -1.0714E+00
Al2= -5.3064E-03 -7.8492E-01 5.2621E-02 -6.3865E-01 1.8846E+00
Ald= -8.7490E-02  4.8504E-01 -2.7679E-01  4.5738E-01  -1.1905E+00
Al6= 0 0 0 0 0
Al8= 0 0 0 0 0
A20= 0 0 0 0 0
Surface # 7 8 9 10 11
k= -90.0000 48.9486 -2.5011 -2.3516 -25.7608
Ad= -1.0930E-01 -2.8715E-01 -1.9193E-01  2.2174E-01 2.1816E-01
Ab= 1.0613E-01  1.9191E-01 1.2596E-01 -5.2778E-02  -1.6563E-01
A8= -1.3917E-01  1.7456E-02 3.7589E-03 -1.3032E-01 5.8133E-02
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TABLE 24-continued
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Aspheric Coefficients

Al0= -8.3873E-02  6.8875E-02 -1.1891E-02  1.0453E-01
Al2= 2.8331E-01 -3.3319E-01 -1.4734E-03 -2.9528E-03
Al4= -1.5900E-01  3.2988E-01 6.1074E-03 -2.8155E-02
Al6= 0 -0.106988 -0.00245945 1.2325E-02
Alg= 0 0 0 -0.0016481
A20= 0 0 0 0

—-9.9848E-03
2.96890E-04
1.6216E-04

-2.3202E-05
9.78E-07

0

In the 12th embodiment, the equation of the aspheric sur-
face profiles of the aforementioned lens elements is the same
as the equation of the 1st embodiment. Also, the definitions of
these parameters shown in the following table are the same as
those stated in the 1st embodiment with corresponding values
for the 12th embodiment, so an explanation in this regard will
not be provided again.

Moreover, these parameters can be calculated from Table
23 and Table 24 as the following values and satisfy the fol-
lowing conditions:

Embodiment 12

Fno 24 RO/R10 0.25
FOV 79.2 /2 -0.63
Y_inf2/Y_infl 1.82 | SAG_42 I/CT4 1.00
RI10/ -0.57 31> [f21>11 Yes

T23/T45 0.78 (R4+R5)(R4-R5)  -29.71
V3-V2 3260  TTL/ImgH 1.57

FIG.13A shows an imaging optical lens assembly in accor-
dance with a thirteenth embodiment of the present invention,
and FIG. 13B shows, in order from left to right, the longitu-
dinal spherical aberration curves, the astigmatic field curves,
and the distortion curve of the thirteenth embodiment of the
present invention. An imaging optical lens assembly in accor-
dance with the thirteenth embodiment of the present inven-
tion comprises an aperture stop 1300 and an optical assembly.
The optical assembly comprises, in order from an object side
to an image side: a first lens element 1310, a second lens
element 1320, a third lens element 1330, a fourth lens element
1340, a fifth lens element 1350, an IR cut filter 1360 and an
image plane 1370, wherein the imaging optical lens assembly
has a total of five lens elements with refractive power. The
aperture stop 1300 is located between an image-side surface
1312 of the first lens element 1310 and an image-side surface
1322 of the second lens element 1320.

The first lens element 1310 with a positive refractive power
has an object-side surface 1311 being convex near an optical
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axis 1390 and the image-side surface 1312 being concave
near the optical axis 1390, both the object-side and image-
side surfaces 1311, 1312 are aspheric, and the first lens ele-
ment 1310 is made of plastic material.

The second lens element 1320 with a negative refractive
power has an object-side surface 1321 being concave near the
optical axis 1390 and the image-side surface 1322 being
convex near the optical axis 1390, both the object-side and
image-side surfaces 1321, 1322 are aspheric, and the second
lens element 1320 is made of plastic material.

The third lens element 1330 with a positive refractive
power has an object-side surface 1331 being convex near the
optical axis 1390 and an image-side surface 1332 being con-
vex near the optical axis 1390, both the object-side and
image-side surfaces 1331, 1332 are aspheric, and the third
lens element 1330 is made of plastic material.

The fourth lens element 1340 with a positive refractive
power has an object-side surface 1341 being concave near the
optical axis 1390 and an image-side surface 1342 being con-
vex near the optical axis 1390, both the object-side and
image-side surfaces 1341, 1342 are aspheric, and the fourth
lens element 1340 is made of plastic material.

The fifth lens element 1350 with a negative refractive
power has an object-side surface 1351 being concave near the
optical axis 1390 and an image-side surface 1352 being con-
vex near the optical axis 1390, both the object-side and
image-side surfaces 1351, 1352 are aspheric, the fifth lens
element 1350 is made of plastic material, and more than two
inflection points are formed on the image-side surface 1352 of
the fifth lens element 1350.

The IR cut filter 1360 made of glass is located between the
fifth lens element 1350 and the image plane 1370 and has no
influence on the focal length of the imaging optical lens
assembly.

The detailed optical data of the thirteenth embodiment is
shown in Table 25 and the aspheric surface data is shown in
Table 26 below.

TABLE 25

(Embodiment 13)

Focal

Surface Curvature Radius Thickness Material index Abbe# length
0 Object Plane Infinity
1 Lens 1 1.6141(ASP) 0.55

2 26.828(ASP) 0.03 Plastic 1.546  55.9 3.1200
3 Aperture Plane 0.06

stop

4 Lens 2 -13.620(ASP) 0.28 Plastic 1.636  23.1 -4.5852
5 3.7469(ASP) 0.27

6 Lens 3 5.1895(ASP) 0.45 Plastic 1.546  55.9 8.8772
7 -71.8492(ASP) 0.32

8 Lens 4 -7.150(ASP) 0.81 Plastic 1.546  55.9 1.5262
9 -0.7743(ASP) 0.34
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TABLE 25-continued
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(Embodiment 13)

Focal
Surface Curvature Radius Thickness Material index Abbe# length
10 Lens 5 -0.5003(ASP) 0.57 Plastic 1.546  54.1 -1.4559
11 -1.9314(ASP) 0.10
12 IR-filter Plane 0.21 Glass 1.517 64.0
13 Plane 0.48
14 Image Plane 0
f{focal length) = 3.44 mm,
Fno =24,
HFOV =39.6 deg.
TABLE 26
Aspheric Coefficients
Sur-
face
# 1 2 4 5 6
= -2.6531 90.0000 -15.1111 -45.5620 3.5090
Ad= 6.0507E-02 1.5480E-02 2.6914E-02 6.2577E-02 -2.5264E-01
Ab= 8.4636E-02  -2.6055E-02 2.0517E-01 1.5997E-01 8.4056E-02
A8= -2.0649E-01  -1.1139E-01  -8.5221E-01  -3.0787E-01 1.5506E-01
Al0= 1.1473E-01 2.8635E-01 9.0715E-01 3.8492E-01 -8.8071E-01
Al2= 1.7757E-01  -6.4866E-01  -9.0868E-03  -4.0310E-01 2.0604E+00
Al4=  -2.4333E-01 3.0810E-01  -9.3002E-01 1.0825E-01 -1.4359E+00
Al6= 0 0 0 0 0
Al8= 0 0 0 0 0
A20= 0 0 0 0 0
Sur-
face
# 7 8 9 10 11
= 90.0000 27.2105 -2.7206 -2.4435 -24.8979
Ad= -2.3692E-01  -2.8544E-01  -2.1950E-01 2.4295E-01 2.2514E-01
Ab= 9.5866E-02 2.1625E-01 1.9485E-01  -6.6618E-02 -1.7313E-01
A8= -1.4597E-01  -5.7434E-02 5.2592E-03  -1.2856E-01 6.1283E-02
AlO= -9.3694E-02 4.8404E-02  -3.5863E-02 1.0734E-01 -1.0441E-02
Al2= 3.2265E-01  -3.0221E-01  -1.0361E-02  -3.2487E-03 2.7366E-04
Al4= -1.4035E-01 3.5589E-01 6.8276E-03  -2.8730E-02 1.6841E-04
Al6= 0 -0.134884 -0.00018381 1.2110E-02 -2.2530E-05
Al8= 0 0 0 -0.0015284 8.85E-07
A20= 0 0 0 0 0
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In the 13th embodiment, the equation of the aspheric sur-
face profiles of the aforementioned lens elements is the same
as the equation of the 1st embodiment. Also, the definitions of
these parameters shown in the following table are the same as
those stated in the 1st embodiment with corresponding values
for the 13th embodiment, so an explanation in this regard will 5¢
not be provided again.

Moreover, these parameters can be calculated from Table
25 and Table 26 as the following values and satisfy the fol-
lowing conditions:

45
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Embodiment 13

Fno 2.4 RY/R10 0.26
FOV 79.3 f1/f2 -0.68
Y_inf2/Y_infl 1.82 | SAG_42 I/CT4 1.14 60
R10/f -0.56 [f31>1f21>1f1 Yes
T23/T45 0.38 (R4 + R5)/(R4 - R5) -6.19
V3-Vv2 32.80 TTL/ImgH 1.57

In the present imaging optical lens assembly, the lens ele- ¢5
ments can be made of plastic or glass. If the lens elements are
made of plastic, the cost will be eftectively reduced. If the lens

elements are made of glass, there is more freedom in distrib-
uting the refractive power of the imaging optical lens assem-
bly. Plastic lens elements can have aspheric surfaces, which
allow more design parameter freedom (than spherical sur-
faces), so as to reduce the aberration and the number of the
lens elements, as well as the total track length of the imaging
optical lens assembly.

In the present imaging optical lens assembly, if the object-
side or the image-side surface of the lens elements with
refractive power is convex and the location of the convex
surface is not defined, the object-side or the image-side sur-
face ofthe lens elements near the optical axis is convex. Ifthe
object-side or the image-side surface of the lens elements is
concave and the location of the concave surface is not defined,
the object-side or the image-side surface of the lens elements
near the optical axis is concave.

The imaging optical lens assembly of the present invention
can be used in focusing optical systems and can obtain better
image quality. The imaging optical lens assembly of the
present invention can also be used in electronic imaging sys-
tems, such as, 3D image capturing, digital camera, mobile
device, digital flat panel or vehicle camera.

The embodiments depicted above and the appended draw-
ings are exemplary and are not intended to be exhaustive or to
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limit the scope of the present disclosure to the precise forms
disclosed. Many modifications and variations are possible in
view of the above teachings.

While we have shown and described various embodiments
in accordance with the present invention, it should be clear to
those skilled in the art that further embodiments may be made
without departing from the scope of the present invention.

What is claimed is:

1. An imaging optical lens assembly comprising an aper-
ture stop and an optical assembly, the optical assembly com-
prising: in order from an object side to an image side:

a first lens element with a positive refractive power having
an aspheric object-side surface and an aspheric image-
side surface;

a second lens element with a refractive power having an
aspheric object-side surface and an aspheric image-side
surface, the second lens element being made of plastic
material;

a third lens element with a refractive power having an
aspheric object-side surface and an aspheric image-side
surface, the third lens element being made of plastic
material;

a fourth lens element with a refractive power having an
aspheric object-side surface and an aspheric image-side
surface, the fourth lens element being made of plastic
material;

a fifth lens element with a negative refractive power having
an aspheric object-side surface and an aspheric image-
side surface being convex near an optical axis, the fifth
lens element being made of plastic material;

wherein the image-side surface of the fifth lens element is
formed with at least two inflection points, including a
first inflection point and a second inflection point further
away from the optical axis, a vertical distance from the
first inflection point to the optical axis is Y_inf1, a ver-
tical distance from the second inflection point to the
optical axis is Y_inf2, and the following condition is
satisfied:

1.7<Y_inf2/¥_inf1<2.1.

2. The imaging optical lens assembly as claimed in claim 1,
wherein a focal length of the imaging optical lens assembly is
f, a radius of curvature of the image-side surface of the fifth
lens element is R10, and the following condition is satisfied:

-1.2<R10/f<-0.3.

3. Theimaging optical lens assembly as claimed in claim 1,
wherein a distance along the optical axis between the second
lens element and the third lens element is T23, a distance
along the optical axis between the fourth lens element and the
fifth lens element is T45, and the following condition is sat-
isfied:

0.3<7123/T45<1.1.

4. The imaging optical lens assembly as claimed in claim 3,
wherein an Abbe number of the second lens element is V2, an
Abbe number of the third lens element is V3, and the follow-
ing condition is satisfied:

20<V3-V2<42.

5. Theimaging optical lens assembly as claimed in claim 1,
wherein the aperture stop is located between the second lens
element and an object to be photographed.

6. The imaging optical lens assembly as claimed in claim 5,
wherein a radius of curvature of the object-side surface of the
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fifth lens element is R9, a radius of curvature of the image-
side surface of the fifth lens element is R10, and the following
condition is satisfied:

0.15<R9/R10<1.0.

7. The imaging optical lens assembly as claimed in claim 5,
wherein a focal length of the first lens element is {1, a focal
length of the second lens element is 2, and the following
condition is satisfied:

—0.7<1/2<-0.3.

8. The imaging optical lens assembly as claimed in claim 7,
wherein a maximal field of view of the imaging optical lens
assembly is FOV, and the following condition is satisfied:

70=FOV<85.

9. The imaging optical lens assembly as claimed in claim 5,
wherein a distance in parallel with the optical axis from an
axial vertex on the image-side surface of the fourth lens
element to a maximum effective radius position on the image-
side surface of the fourth lens element is SAG__ 42, a central
thickness of the fourth lens element is CT4, and the following
condition is satisfied:

1.0=ISAG_421/CT4<1.8.

10. The imaging optical lens assembly as claimed in claim
5, wherein a focal length of the first lens element is f1, a focal
length of the second lens element is {2, a focal length of the
third lens element is 13, and the following condition is satis-
fied:

BEIR2EA.

11. The imaging optical lens assembly as claimed in claim
10, wherein a distance from the object-side surface of the first
lens element to an image plane along the optical axis is TTL,
half of the maximum diagonal imaging height of the imaging
optical lens assembly is ImgH, and the following condition is
satisfied:

TTL/ImgH<1.7.

12. An imaging optical lens assembly comprising an aper-
ture stop and an optical assembly, the optical assembly com-
prising: in order from an object side to an image side:

a first lens element with a positive refractive power having
an aspheric object-side surface being convex near an
optical axis and an aspheric image-side surface;

a second lens element with a negative refractive power
having an aspheric object-side surface and an aspheric
image-side surface, the second lens element being made
of plastic material;

a third lens element with a refractive power having an
aspheric object-side surface and an aspheric image-side
surface, the third lens element being made of plastic
material;

a fourth lens element with a positive refractive power hav-
ing an aspheric object-side surface and an aspheric
image-side surface being convex near an optical axis, the
fourth lens element being made of plastic material;

a fifth lens element with a negative refractive power having
an aspheric object-side surface being concave near an
optical axis and an aspheric image-side surface being
convex near an optical axis, the fifth lens element being
made of plastic material;

the aperture stop being located between the second lens
element and an object to be photographed;

wherein a focal length of the imaging optical lens assembly
is f, aradius of curvature of the image-side surface ofthe
fifth lens element is R10, a focal length of the first lens
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element is 1, a focal length of the second lens element is
2, a focal length of the third lens element is 3, and the
following conditions are satisfied:

-1.2<R10/f<-0.3;

BIF21>A1.

13. The imaging optical lens assembly as claimed in claim
12, wherein the image-side surface of the fifth lens element is
formed with at least two inflection points.

14. The imaging optical lens assembly as claimed in claim
13, wherein the image-side surface of the fifth lens element is
formed with a first inflection point and a second inflection
point further away from the optical axis, a vertical distance
from the first inflection point to the optical axis is Y_infl, a
vertical distance from the second inflection point to the opti-
cal axis is Y_inf2, and the following condition is satisfied:

1.7<Y_inf2/¥_inf1<2.1.

15. The imaging optical lens assembly as claimed in claim
12, wherein the focal length of the first lens element is {1, the
focal length of the second lens element is f2, and the follow-
ing condition is satisfied:

—0.7<1/2<-0.3.

16. The imaging optical lens assembly as claimed in claim
15, wherein a radius of curvature of the object-side surface of
the fifth lens element is R9, the radius of curvature of the
image-side surface of the fifth lens element is R10, and the
following condition is satisfied:

0.15<R9/R10<1.0.
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17. The imaging optical lens assembly as claimed in claim
12, wherein a distance in parallel with the optical axis from an
axial vertex on the image-side surface of the fourth lens
element to a maximum effective radius position on the image-
side surface of the fourth lens element is SAG__42, a central
thickness of the fourth lens element is CT4, and the following
condition is satisfied:

1.0=ISAG_421/CT4<1.8.

18. The imaging optical lens assembly as claimed in claim
12, wherein an Abbe number ofthe second lens elementis V2,
an Abbe number of the third lens element is V3, and the
following condition is satisfied:

20<V3-V2<42.

19. The imaging optical lens assembly as claimed in claim
18, wherein a radius of curvature of the image-side surface of
the second lens element is R4, a radius of curvature of the
object-side surface of the third lens element is RS, and the
following condition is satisfied:

~35.0<(R4-+R5)/(RA-R5)<-0.9.

20. The imaging optical lens assembly as claimed in claim
19, wherein a distance from the object-side surface of the first
lens element to an image plane along the optical axis is TTL,
half of the maximum diagonal imaging height of the imaging
optical lens assembly is ImgH, and the following condition is
satisfied:

TTL/ImgH<1.7.



